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REFERENCES

CONVENTIONS
This manual uses the following conventions:

"User" refers to anyone using a Matrix 300™ reader.

"Reader" refers to the Matrix 300™ reader.

"You" refers to the System Administrator or Technical Support person using this manual to
install, configure, operate, maintain or troubleshoot a Matrix 300™ reader.

REFERENCE DOCUMENTATION

For further details refer to: the VisiSet™ Help On Line, Matrix Reading Methods, Matrix Host
Mode Programming, Matrix SW Parameter Guide, Matrix Code Quality Verifier Solution
provided as supplementary documentation on the VisiSet™ mini-DVD (downloaded ISO file
or mini-DVD accessory).

SUPPORT THROUGH THE WEBSITE

Datalogic provides several services as well as technical support through its website. Log on
to www.datalogic.com and click on the Industrial Automation links for further information:

e PRODUCTS - FIXED INDUSTRIAL BARCODE READERS

Select your product from the links on the Fixed Industrial Barcode Readers page. The
product page describes specific Info, Features, Applications, Models, Accessories, and
Downloads including documentation, software drivers, and utility programs.

e SUPPORT & SERVICES — INDUSTRIAL AUTOMATION

Several links from the Industrial Automation list take you to additional services such as:
Service Program which contains Maintenance Agreements and Warranty Extensions;
Repair Centers; On-Line RMA Return Material Authorizations; Technical Support through
email or phone; Downloads for additional downloads.

PATENTS

See www.patents.datalogic.com for patent list.

This product is covered by one or more of the following patents:
Design patents: EP002197715

Utility patents: EP0996284B1, EP0999514B1, EP1014292B1, EP1128315B1,
EP1396811B1, EP1413971B1, JP4435343B2, JP4571258B2, US6512218, US6616039,
US6808114, US6997385, US7053954, US7387246, US8058600, US8368000, US8743263

Vi


http://www.patents.datalogic.com/

COMPLIANCE

For installation, use and maintenance it is not necessary to open the reader.

Only connect Ethernet and dataport connections to a network which has routing only within the plant
or building and no routing outside the plant or building.

EMC COMPLIANCE

In order to meet the EMC requirements:

e connect reader chassis to the plant earth ground by means of a flat copper braid shorter than
100 mm;

e connect pin "Earth" of the CBX connection box to a good Earth Ground;
o for direct connections, connect your cable shield to the locking ring nut of the connector

POWER SUPPLY
ATTENTION: READ THIS INFORMATION BEFORE INSTALLING THE PRODUCT

This product is intended to be installed by Qualified Personnel only.

This product is intended to be connected to a UL Listed Computer (LPS or “Class 2”) which supplies
power directly to the reader, or a UL Listed Direct Plug-in Power Unit (rated 10 to 30 V, minimum 1 A)
marked LPS or “Class 2”, or Power over Ethernet source Device supplied by UL Listed Direct Plug-in
Power Unit marked LPS or “Class 2.

CE COMPLIANCE

Warning: This is a Class A product. In a domestic environment this product may cause radio
interference in which case the user may be required to take adequate measures.

FCC COMPLIANCE

Modifications or changes to this equipment without the expressed written approval of Datalogic could
void the authority to use the equipment.

This device complies with PART 15 of the FCC Rules. Operation is subject to the following two
conditions: (1) This device may not cause harmful interference, and (2) this device must accept any
interference received, including interference which may cause undesired operation.

This equipment has been tested and found to comply with the limits for a Class A digital device,
pursuant to part 15 of the FCC Rules. These limits are designed to provide reasonable protection
against harmful interference when the equipment is operated in a commercial environment. This
equipment generates, uses, and can radiate radio frequency energy and, if not installed and used in
accordance with the instruction manual, may cause harmful interference to radio communications.
Operation of this equipment in a residential area is likely to cause harmful interference in which case
the user will be required to correct the interference at his own expense.

Vii



LASER SAFETY

The Matrix 300™ internal illuminators contain two aiming Laser LEDs used to position the
reader.

This product conforms to the applicable requirements of IEC 60825-1 and complies with 21
CFR 1040.10 except for deviations pursuant to Laser Notice N° 50, date June 24, 2007. This
product is classified as a Class 2 laser product according to IEC 60825-1 regulations.

CAUTION: Use of controls or adjustments or performance of procedures
other than those specified herein may result in exposure to hazardous visible
laser light.

Disconnect the power supply when opening the device during maintenance or installation to
avoid exposure to hazardous laser light. The laser beam can be switched on or off through a
software command.

Produit(s) conforme selon 21CFR 1040.10
@® C € sauf des dérogations relatives a la Laser
$18aa1 &V N2468 Notice N° 50, date Juin 24, 2007.

Dans le paquet il y a I'étiquette(s) pour les
pays ou le texte d'avertissement en
francais sont obligatoires. Le(s) mettre sur
le produit a la place de la version

Patent. See www.patents.datal ogic.com for patent list. anglaise-

Complies with 21 CFR 1040. 10
except for deviaions pursuant
to Laser Notice N°50.
date June 24, 2007

RAYONNEMENT LASER
NE PAS REGARDER DANS LE FAISCEAU

APPAREIL A LASER DE CLASSE 2
EMISSION MAXIMALE DE 1mW
LONGUEUR D'ONDE EMISE 630~680nm
SELON IEC 60825-1:2007

DATALOGIC Automaton S.r.L
Via Lavino, 265 - 40050 Monte San Pietro (BO) taly

@ wdeviogecom @

A EXPOSITION UN RAY T LASER EST EMIS PAR CETTE OUVERTURE

AVOID EXPOSURE LASER LIGHT
IS EMITTED FROM THIS APERTURE

Matrix 300™ Warning Labels Exemple d'étiquettes d'avertissement laser

LED SAFETY

LED emission according to EN 62471.
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HANDLING

The Matrix 300™ is designed to be used in an industrial environment and is built to withstand
vibration and shock when correctly installed, however it is also a precision product and
therefore before and during installation it must be handled correctly to avoid damage.

e avoid that the readers are dropped (exceeding shock limits).

¢ do not fine tune the positioning by striking the reader or bracket.

N
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do not weld the reader into position which can cause electrostatic, heat or reading window
damage.

do not spray paint near the reader which can cause reading window damage.




GENERAL VIEW

Matrix 300™
Liquid Lens Models

cele
21C3441 CN2468

This product is coveted by ane or mote of the following US pat© |
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& patent listing
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to Laser Notice N*50

FEBRUARY 2013
S/N B13P00018
MAC Address
10:30¥4 | 00:07:BE:00:99:A2

Figure A

Connector block
rotates to 90° position

@ Device Class and Warning Labels Power - Serial Interfaces - I/O Connector
@ Bracket Mounting Holes (4) @ Ethernet Connector

@ Good Read LED (green) No Read LED (red)

@ Lens Cover @ Aiming System Laser Pointers

@ HMI X-PRESS™ Interface @ Ethernet Connection LED

@ Lens @ Power On LED

@ Internal Illluminator
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Matrix 300™

Fixed Lens Models

@ Cel
g C©N2468

USE 512 1;US6,616,039 B1; US6,808,114 BY
US6,997,385 B2: US7,053.954 B1, US7,387,246 B2
US8,058,600 B2

mpiete patent listing

|
]
]
i
i
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]
]
|
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00 &
FEBRUARY 2013
S/N B13PQ018

MAC Address
3RV 00:07:8E:00:99:A2

Figure B

Connector block
rotates to 90° position

@ Device Class and Warning Labels Internal llluminator

@ Bracket Mounting Holes (4) @ Power - Serial Interfaces - I/O Connector

@ Good Read LED (green) Ethernet Connector

@ Lens Cover @ No Read LED (red)

@ HMI X-PRESS™ Interface @ Aiming System Laser Pointers
@ Lens @ Ethernet Connection LED
@ Focus Adjustment Screw Power On LED
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RAPID CONFIGURATION o

1 RAPID CONFIGURATION

STEP 1 - CONNECT THE SYSTEM

To connect the system in a Stand Alone configuration, you need the hardware indicated in
Figure 1. In this layout the data is transmitted to the Host on the main serial interface. Data
can also be transmitted on the RS232 auxiliary interface independently from the main
interface selection.

When One Shot or Phase Mode Operating mode is used, the reader is activated by an
External Trigger (photoelectric sensor) when the object enters its reading zone.

PG-6000

CAB-DSxx

Matrix 300™

| @® Main Serial Interface (RS232 or RS485/422 Full-Duplex)
| @ External Trigger (for One Shot or Phase Mode)

i |

[ ] @ 110, Aux

Figure 1 — Matrix 300™ in Stand Alone Layout
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CBX100/CBX500 Pinout for Matrix 300™

The table below gives the pinout of the CBX100/CBX500 terminal block connectors. Use this
pinout when the Matrix 300™ reader is connected by means of the CBX100/CBX500:

CBX100/500 Terminal Block Connectors

Input Power Outputs
Vdc Power Supply Input Voltage + +V Power Source - Outputs
GND | Power Supply Input Voltage - -V Power Reference - Outputs
Earth | Protection Earth Ground Ol+ Output 1 +
O1- Output 1 -
Inputs 02+ Output 2 +
+V Power Source — External Trigger 02- Output 2 -

1A External Trigger A (polarity insensitive)
1B External Trigger B (polarity insensitive)

O3A Output 3 (CBX500 only)

-V Power Reference — External Trigger
+V Power Source — Inputs Auxiliary Interface
12A Input 2 A (polarity insensitive) TX Auxiliary Interface TX
2B Input 2 B (polarity insensitive) RX Auxiliary Interface RX
-V Power Reference — Inputs SGND | Auxiliary Interface Reference
Shield ID-NET™
Shield | Network Cable Shield REF Network Reference
ID+ ID-NET™ network +
ID- ID-NET™ network -

Main Interface

RS232 RS485/422 Full-Duplex
X TX+
RTS TX-
RX *RX+
CTS *RX-
SGND SGND

* Do not leave floating, see par. 4.2.2 for connection details.

CAUTION: Do not connect GND, SGND and REF to different (external)

& ground references. GND, SGND and REF are internally connected through
filtering circuitry which can be permanently damaged if subjected to voltage
drops over 0.8 Vdc.




RAPID CONFIGURATION o

STEP 2 — MOUNT AND POSITION THE READER

1. To mount the Matrix 300™, use the mounting brackets to obtain the most suitable
position for the reader. The most common mounting configuration is shown in the figure
below.

2 L

8 J
Q

g g

<

3 s

7 7

Figure 2 —Positioning with Mounting Bracket

2. When mounting the Matrix 300™ take into consideration these three ideal label position
angles: Pitch or Skew 10° to 20° and Tilt 0°, although the reader can read a code at any tilt
angle provided the code fits into the Field Of View (FOV).

Tilt Skew
any angle
inside FOV

Assure at least 10°

Pitch

Minimize

No Pitch, Tilt or Skew

FOVy

FOVy IIIIIIIIIIIIIY(

Figure 3 — Pitch, Tilt and Skew Angles

3. Refer to the reading diagrams in chp. 6 to determine the distance your reader should be
positioned at.

NOTE: Rapid Configuration of the Matrix 300™ reader can be made either
through the X-PRESS™ interface (steps 3-4) which requires no PC
connection, or by using the VisiSet™ Setup Wizard (steps 5-6). Select the
procedure according to your needs.
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STEP 3 - AIM AND AUTOFOCUS THE READER

(Liguid Lens Models only)
Matrix 300™ provides a built-in laser pointer aiming system to aid reader positioning. For

Ligquid Lens models the autofocus feature is also incorporated into this function. The aiming

system is accessed through the X-PRESS™ |Interface.

1. Power the reader on. During the reader startup (reset or restart phase), all the LEDs blink
for one second. On the reverse side of the reader near the bracket, the “POWER ON”
LED (blue) indicates the reader is correctly powered.

2. Place the Grade A Barcode Test Chart in front of the reader at the correct reading
distance for your application. See the Reading Diagrams in chapter 6 for reference.

Enter the Aim/Autofocus function by pressing and holding the X-PRESS™ push button

until the Aim LED is on.
4. Release the button to enter the Aim function. The laser pointers turn on, and the
Autofocus procedure begins, see Figure 4. The Aim LED will blink until the procedure is

completed.
Within 3 seconds (before the reader flashes), center one of the larger codes on the

aiming system pointers (the code must not move during this procedure).

The Autofocus procedure ends when the Reading Distance and PPl values are
successfully saved in the reader memory, the Aim LED will stop blinking and Matrix 300™

emits 3 high pitched beeps.
If the Autofocus cannot be reached after a timeout of about 3 (three) minutes Matrix 300™
will exit without saving the parameters to memory, the Aim LED will stop blinking and in this

case Matrix 300™ emits a long low pitched beep.

~

s |

e ——
ODATALOGIC

TEST AIM SETUP LEARN

C ® ® & @

STATUS COM TRIGGER GOOO READY

o
g
Z
Z
a
[

RADE A

BARCODE TESY CHARY . o

Figure 4 — X-PRESS™ Interface: Aim/Autofocus Function

NOTE: You can exit the Aim/Autofocus function at any time by pressing the
X-PRESS™ push button once. After a short delay the autofocus procedure is

cancelled and the laser pointers turn off.




RAPID CONFIGURATION o

(Fixed Lens Models only)

The Matrix 300™ fixed lens models are factory focused to a precise Reading Distance. If this
distance is compatible with your application you can use the X-PRESS™ Interface to install
the reader, if not, use the VisiSet™ procedure described in step 6B.

1. Place the reader at the factory focused Reading Distance and go to step 4.

Factory focus for 6 mm fixed lens models is 85 mm.

STEP 4 — X-PRESS™ CONFIGURATION

Once Matrix 300™ has focused at the correct reading distance, you must configure it for
optimal code reading relative to your application. This configuration can be performed either
through the X-PRESS™ Interface or the VisiSet™ configuration program.

Aim

1. Enter the Aim function by pressing and holding the
X-PRESS™ push button until the Aim LED is on.

2. Release the button to enter the Aim function. The

laser pointers turn on. TEST AM SETUP LEARN
- I C e e 0 @
3. Select a single code from your application. STATUS COM TRIGGER GOOD READY

Position the code at the center of the FOV
(equidistant from the laser pointers). @
For Liquid Lens models the reader may start flashing and try

to perform autofocus however this will have no effect on the
application specific code; it can be ignored.

Figure 5 — X-PRESS™ Interface: Aim
Exit the Aim function by pressing the X-PRESS™ Function

push button once. After a short delay the Aim

function is cancelled and the laser pointers turn

off.

Setup

4. Enter the Setup function by pressing and holding
the X-PRESS™ push button until the Setup LED is

on.
5. Release the button to enter the Setup function.
The Setup LED will blink until the procedure is TEST AM SETUP LEARN
completed. O @ ® O @

STATUS COM TRIGGER GOOO READY

The Setup procedure ends when the Image

Acquisition parameters are successfully saved in

the reader memory, the Setup LED will stop

blinking and Matrix 300™ emits 3 high pitched
beeps.

Figure 6 — X-PRESS™ Interface: Setup
If the calibration cannot be reached after a timeout Function

of about 5 (five) seconds Matrix 300™ will exit

without saving the parameters to memory, the

Setup LED will stop blinking and in this case Matrix

300™ emits a long low pitched beep.
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Learn

®© © G

6. Enter the Learn function by pressing and holding

the X-PRESS™ push button until the Learn LED is
on.

. Release the button to enter the Learn function.

The Learn LED will blink until the procedure is
completed.

The Learn procedure ends when the Image
Processing and Decoding parameters are
successfully saved in the reader memory, the
Green Spot is activated, the Learn LED will stop
blinking and Matrix 300™ emits 3 high pitched
beeps.

If the autolearning cannot be reached after a
timeout of about 3 (three) minutes Matrix 300™ will
exit without saving the parameters to memory, the
Learn LED will stop blinking and in this case Matrix
300™ emits a long low pitched beep.

cancelled.

7.

Reset Reader to Factory Default (Optional)

TEST AIM SETUP LEARN

©C ® ® O O

STATUS COM TRIGGER GOOO READY

Figure 7 — X-PRESS™ Interface: Learn
Function

NOTE: The Grade A Barcode Test Chart cannot be used to set the Code
128 symbology (even though the reader successfully reads the code). Use
the application specific code if you need to set this symbology.

NOTE: You can exit the Learn function at any time by pressing the X-
PRESS™ push button once. After a short delay the Learn procedure is

NOTE: If you have used this procedure to configure Matrix 300™ go to step

If it ever becomes necessary to reset the reader to the factory default values, you can
perform this procedure by holding the X-PRESS™ push button pressed while powering up
the reader. You must keep the X-PRESS™ push button pressed until the power up
sequence is completed (several seconds) and all LEDs blink simultaneously 3 times.

All LEDs remain on for about 1 second, then off for one second, the Configuration and
Environmental parameters are reset, and the status LED remains on. If connected through a
CBX500 with display module, the message "Default Set" is shown on the display.

! The Learn procedure will not recognize Pharmacode symbologies.
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STEP 5 = INSTALLING VISISET™ CONFIGURATION PROGRAM

VisiSet™ is a Datalogic reader configuration tool providing several important advantages:

e Setup Wizard for rapid configuration and new users;

¢ Defined configuration directly stored in the reader;

e Communication protocol independent from the physical interface allowing the reader to
be considered as a remote object to be configured and monitored.

To install VisiSet™, turn on the PC that will be used for the configuration, running
Windows 98, 2000/NT, XP, Vista, 7 or 8. Then run the VisiSet™ installation program
(Setup.exe) from the VisiSet™ mini-DVD (downloaded ISO file or mini-DVD accessory),
and follow the installation procedure.

This configuration procedure assumes a laptop computer, running VisiSet™, is connected to
the reader's auxiliary port. The reader can also be connected to VisiSet™ through the on-
board Ethernet by following the procedure in chp. 7.

After installing and running the VisiSet™ software program the following window:

Fike Edt Cormect Dscomadt Device Optins Took Help

igure the reader.|

Figure 8 - VisiSet™ Opening Window

Set the communication parameters from the "Options” menu. Then select "Connect", the
following window appears:

=1

Fle Edt Connect Dbconnect Cevicz Options Took  Help

MAIH MERU

Device: Matrix a0
.| M. Setup Wizard Model: 412-010
Communication Port: Etherne

F. Calibwation Tool
Standard Application Program for Matrix Fawily Rel. 6.60
1. Data Matrix Setup Wizard MACHLM: 00:07:BE;00:99:A2

B. Capture image
C. Decode Last mage:
D. View Last inage

E. Download Last image

H. Upload Brmap image
G. Store Match Code

Q. Image ButTes

3. Button Function Menu

fConpection: BL3P00013 on 172,27,101 151 Readar Status: OFF LINE MODE Log : OFF

Figure 9 - VisiSet™ Main Window After Connection
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STEP 6A — USING SETUP WIZARD FOR LIQUID LENS MODELS

NOTE: For Fixed Lens models go to Step 6B.

The Setup Wizard option is advised for rapid configuration or for new users. It allows reader
configuration in a few easy steps.

1. Select the Setup Wizard button from the Main menu.

) setup Wizard Qlﬁ E [ setup Wizard
Top.L=ft

1. Positioning ] Send Detaults ]

Calbration Mcde
2. Calibration | * Change Expozue Time &nd Gan (Slalic Moce)

I ™ Chanze Gzin Ony

Fine Facusing
Cachure Imans Cods Settng Mooe
e 3, Code Setling I * Add New Syrbology
™ Replacs Cuirsnt Symboioges
Boflom Hight  ——— Saving Dptiors
mag: Aczuizition | réormaicn ~ Pemmien: Memory
Acquation Setirg: ® Terpoay Merar
Setup Rasult
Decodng Res = |
Symtalzgy Sekcted Coda: b

Cede Dafa

Code Centen

fmapz Lichting Guzlty

TR

7[ Close

2. Place the Grade A Barcode Test Chart in front of the reader at the correct reading
distance for your application. See STEP 2 - Mount and Position the Reader and the
Reading Diagrams in chapter 6 for reference.

3. Press the "Positioning" button. The reader continuously acquires images and gives visual
feedback in the view image window. The Setup Wizard now shows four delimiters (red
points) in the acquired images which indicate the region in which the calibration algorithm
is active. Choose one of the larger codes and move either the reader or code to center it.
The code must be aligned across the X-axis reference line at the center of the FOV. See
figure below.

Press the Positioning button again to stop positioning.
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] setup Wizard
TopLeft

3] Serd Dsjant
| Calbiation Mcde
o Ciizes | | € DamnErone Tine ArmiGan Staic Mock)
SR "I' 7 Chanze Gzin Ony
ineFavusing |
Capiwe Imaze [ i 1 Code Settng Mode:
—_— SR - I * Add New Syrbolgy
Miew Inage [ I ™ Replacs Cuirsnt Symbologes
—— Downiad | |
Betiom Hight e I | Saving Opliors
~Imaga Aoquskicn | nfoemation = i " Pemment Memony
Acauzhon Settng: i Self Tunng Disatled * Terpoay Merory
Exppsue Tims b in) 279 Pead Disl. 41 mm) 302
Gai -Setup Rasult
£ 7 ?
“Decading Resuks
Synbolo: The Read. Dist. value is| [ 4
Coce Dat= s :
= s not significant until the
Autofocus procedure ends
megs Latra 0aity-| SUCCESSTUIly.
THRY |
Cloze

4. Select a Calibration Mode choice and press the "Calibrate" button. The reader flashes
once acquiring the image and auto determines the best exposure and gain settings.

H sctup Wizard [ =] 3 Setup Wizard ?_l 3]

ToplLeit g -
Pasiioning | Send Defaults |
I 1~ Caliarzton Mod=
= & Chznge Exposura Time And Gan (Statc Mode|
" Change Gon Only

5 Fing Foousing

Caphwe lnze | - Ciade 5 etling Made

T ‘ 3 Code Seting & AddNen Symblog,
R | 7 Replece Cunert Synboioges
) ~ » Domnioad Im=ge |
BatiomRight ——————t Saning Optiohs
Image Acquikin I femakior

P =0t M einol
0 ¥ 4. Save emantl Iy
Acyisition Setthg 1 Self Tuning Enzbled @ Temparzry Memory
Expaauie Tme [x1uz) 279 Read. Diel. [xTmm): 302 Statuz: Completed e
Gar 1 [~ Setup Feault
Decading Resuks [
Symbology: Selected Code: (|
Coce Dt Calibration procecuce in progress ...
Coce Certer
Calibration procecure completad using Insge Acguisition
| Setting #1.
i % Tew Exposure Tive |xluaj: 279
fizege Lightkg Loalty Vew Gain AL
THIRY
Cloze

5. Press the "Fine Focusing" button to activate the Focus procedure.

f CAUTION: For Liquid Lens models, the Fine Focusing procedure requires

the Grade A Barcode Test Chart to be used; otherwise the procedure will
fail.




MATRIX 300™

The reader starts the focus procedure and gives
visual feedback in the Setup Wizard window. The
Setup Result section of the Setup Wizard window
reports the procedure progress (in percentage).

At the end of the procedure the Reading Distance,

@ Confirmation

This step requires the Grade A Barcode Test
Chartto be used.

The optimal focus will automatically be
determined and setin Acquisition Setting #1.

Do you wantto continue?

X No

Setug Feault

(]

REFERENCE MANUAL

Auto¥ocusing Progress:
Auto¥ocusing Progresa:
AutoFocusing
AutoFocusing
AucoTocusing
Auto¥ocusing
Auto¥ocusingy
AutoFocuai

OK

AucoFocusing Frogress: 100%

Hew Reading Digtance (xlmw): LS8
Yew Iwage Demsaty |PPL): 222
Tield OF View = 146 nn x 117 nn.|

PPl and FOV data are reported.

Setup Fesult

AuroFocusing Pro
Auto¥ocusing Fro 31
[Auto¥ocusiny Progresa:

Auto¥ocusing Progress:
AucoFocusing Progress:
AutoFocusing
AucoFocusing

AutoFocuaing Progresa:

Focus proceduce failed ! Make sure yom ace usin

g the
Grade A Barcode Test Chart at a walid Reading Distance.

Now place a single application specific code in front of the reader (at the same reading

distance) and repeat steps 3, and 4. Do not perform step 5 "Fine Focusing".

Select a Code Setting Mode choice and press the "Code Setting" button.

The Setup Result section of the Setup Wizard window shows the code type results.

Top Left

Betiom Fight

Imags Aoquakizn | nformabion
Aczuishon Seltng 1 Self Tunng Dizatled
Expasure Tim= [x1 us) 143 Read. Disl. ximm) 183
Gain 18
Decading Resuks
Symbology: [lala Matns £C2 200 Selected Code: 1 j
Code Datz 1293703559
Code Cartar. |2, =[565.473)
Cose Orisntatior: 160 OQuailyIndex: [ 100% |
Image Lighei-g Oualhy
Exposuie Irdex | Lighing Index, EEE

Undeiexpocad oK, Overerpazed

TR
Cloze

Capiwe Irn:

Downlad Inzge

| I
3 Pasilianing Send Defaulis
4

2 Calibration

Calioration Modsz
@ Chenge Erposirs Tire And Ban (Stebe Model
7" Chenge Ban Only

Fo cusing l

Fing)

Cade Setling Mcde
& addNen Spnbogy

7 3. Code Seting
| ™ Rsplzce Curer: Symbologes

—

4.8ave

Saving Uotang
™ Parmanent Memay

& Tempzezry Memory

Setug Result

Code Serting procedure in progress ...

Code Setzin

rocedure cowpleted: 1 code(a) fowmd,

Processing Mode : Low Height Codes

Rectangulsr Forvacs : Disabled Setup Result
Date Natrix Nodule Size: L4 uils

Code Color : Black

Iwage Mirroring : Dasabled

Code Contrast |ZD) : Standard

Decoding Method : Gtandacd

NOTE: The Grade A Barcode Test Chart cannot be used to set the Code
e reader successfully reads the code). Use

128 symbology (even though th

the application specific code if you need to set this symbology.
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8. Select a Saving Options choice and press the "Save" button.

B]Setup Wizard

Fositoning I

2 Calibrion |

3. Coda Seting I

Calbration Mcde
“ Change Exposire Time 4nd G an (3lalic Mode)
7 Chanze Gzin Oniy

Fine Focusing
Caode Settng Mode

+ add New Syirbology
™ Replacs Cuirent Symboioges

Send Defauits |

Saving Oplios

* Pemmen: Memory
" Terpoiay Merog

Setup Rasult

Code Symbologies:
L. Data Macrix ECC
Proces=ing Mode
Rectangular Formats
Data Matrix Nodule
Code Coloc

Tnage Nircoring
Code Contract |2D)
Decoding Method

Checking configuretion..
Configuration seved in Permanent nemory!

Code $etring procedurs conpleted: 1 code(s) found. ~

200

: Low Height Codes
: Disabled

Size:

: Black

: Disabled
¢ Scanders
: Standerd

+OK

14 nils

9. Close the Setup Wizard.

NOTE: If your application has been configured using the VisiSet™ Setup
Wizard, your reader is ready. If necessary you can use VisiSet™ for

advanced reader configuration.
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STEP 6B — USING SETUP WIZARD FOR FIXED LENS MODELS

NOTE: For Liquid Lens models go to Step 6A.

The Setup Wizard option is advised for rapid configuration or for new users. It allows reader
configuration in a few easy steps.

1. Select the Setup Wizard button from the Main menu.

) setup Wizard Qlﬁ E [ setup Wizard
Top.L=ft

1. Positioning ] Send Detaults ]

Calbration Mcde
2. Calibration | * Change Expozue Time &nd Gan (Slalic Moce)

I ™ Chanze Gzin Ony

Fine Facusing
Cachure Imans Cods Settng Mooe
e 3, Code Setling I * Add New Syrbology
™ Replacs Cuirsnt Symboioges
Boflom Hight  ——— Saving Dptiors
mag: Aczuizition | réormaicn ~ Pemmien: Memory
Acquation Setirg: ® Terpoay Merar
Setup Rasult
Decodng Res = |
Symtalzgy Sekcted Coda: b

Cede Dafa

Code Centen

fmapz Lichting Guzlty

TR

7[ Close

2. Place the Grade A Barcode Test Chart in front of the reader at the correct reading
distance for your application. See STEP 2 - Mount and Position the Reader and the
Reading Diagrams in chapter 6 for reference.

3. Press the "Positioning" button. The reader continuously acquires images and gives visual
feedback in the view image window. The Setup Wizard now shows four delimiters (red
points) in the acquired images which indicate the region in which the calibration algorithm
is active. Choose one of the larger codes and move either the reader or code to center it.
The code must be aligned across the X-axis reference line at the center of the FOV. See
figure below.

Press the Positioning button again to stop positioning.

12
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EH Sctup Wizard E 7 1<% Setup Wizard
TopLeft

33 m
i |
NI :
I I | | CalbiationMcde

i L Lol 0 il J @ Change Expozue Time &nd Gan (Slalic Mode)

__'HT"'LH HHWN—-—- |_'“ mTaM
| ==t L T

I * Add New Syrbobgy
4“2 Syimoe | A‘_‘"I“ . ™ Replacs Cuirsnt Symboioges

~ Downioad Im=ae |
BctiomRighf —————— | Saving Opliors

Image Scqukion |formalio ) " Pemment Memory
Acouisition Setthg 1 Self Tuning Disatled

* Terpolay Meror,
Expazuie Tme |21 u:) 1=0 :
Gein 5 Setup Rasult

“Decading Resubs
Symbology: Selected Code: =
Coce Dater
Code Certsr

~Image Lighting Qualiy

THIRY

Cloze i

4. Select a Calibration Mode choice and press the "Calibrate" button. The reader flashes
once acquiring the image and auto determines the best exposure and gain settings.

EF] Setup Wizard |= | 7 E‘H Sctup Wizard
TopLeft

Posiioning |  SendDefeuts |

Calbiation Mede:
@ Change Expasure Tme And Gain [Statiz Medel
" Change Gein Onky

5 Fine Focusing
Capture Image ~Cods Setting Mod=— —
s ]

3 CodeSeting | | AddNewSymokay

!fww'mags*l I Replacs Cunsnt Syrbokgies
’ Downilzad Imzge: I
3 : SOOIttt “Sawng Ophore
Image Acquisiion Irfcmaticn T Pemznent Mema
4 Save | w
Acquisition Settng 1 Sef Tunng Enzblzd * Terpoary Memzep
Erpaswe Tima (xlue) 54 Statug: Complsted =
Giain g ~Setup Fesult
Vbemdng Resuls [
Symbelozy: Sekcied Code: T
Code Dater Calibration procedure in progress ...
Code Centar
Calibration procsdure coupleted using [mage ACQUIILLion
Secting #1.
nsge Lighting Qualty- g:v g::?:wtc Tine (xlu:l)::S:
TR 1
Close |

5. Press the "Fine Focusing" button to activate the Focus procedure.
The reader continuously acquires images and gives visual feedback on the focusing
quality in the Focusing Tool window.
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B Facusing Tool

K|

Black (1)

Focus information

CurreniFocys Duolity

Masmum Sesson Vabie
Maximum Grey Lavel (Light): 169

Minimum Gres Lavel (Dark): 1] Cursor Fostion: 640 Grey Velue 63
Stop Image Acguisition
* Disabled - -
¢ En‘;h\‘gd fiz ] Zoom 11 Fanaramic View

Line Scen Viewsar

Close |

Rotate the Focusing screw on the side of the reader. The Current Focus Quality Bar
(green) together with the vertical optimal focus line (green) increase together until the
optimal focus is reached; the vertical optimal focus line stops.

Continue rotating the Focusing screw a little farther; the Current Focus Quality Bar
decreases (red) see below.

B Facusing Teo!

e

| »
Black (2)
Focus information

Curreni Focus Duolity - |

Masmum Seszon Vabe
Maximum Grey Lave! Light): 174

Minimum Gres Lavel (Dark): 1} Cursor Pogtion 640 Grey Value 34
Stop Image Acquisition
* Disabled ~

12 4 Zoon 11 FanoremicVieg
¢ Enabled i ¢ | Zoam anoramic i

Line Scan Viewsar

Close |

Rotate the Focusing screw in the opposite direction. The Current Focus Quality Bar
(green) increases towards the vertical optimal focus line (green) until the optimal focus is

reached; the Current Focus Quality Bar touches the vertical optimal focus line
(indicating the best focus).
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= Facusing Teol

‘Whie [255)

L

2] »
Black (1)
Focus information

Madmum Seszon Vabe

Maximum Grey Lave! Light): 176

Minimum Grew Lavel (Dark): I} Cursor Postion 640 Grey Value 29
Stop Image Acquisition Line Scen Viewsar

* Disabled | [ =
 Evobied P23 zoam 11| _Pencremevies |

Close I

Press the "Close" button to return to the Setup Wizard.

6. Press the "Code Setting" button. The Grade A Barcode Test Chart, allows image
density calibration to be performed so that Matrix 300™ will function correctly and to the
fullest extent of its capabilities.

The Setup Result section of the Setup Wizard window shows the code type results and
the image density calibration settings reporting PPl and FOV.

FH Setup Wizard L EHsctup Wizard
TopLef

FPositioning I Send Delauits |

Calbration Mcde
2. Calibretion | @ Change Exposue Time &0 G an (Slalic Mode)
7 Chanze Gzin Ony

Fine Focusing

Cacturs Inags Cads Settng Moce
— 6  3.Code Seting I + add New Syirbiobgy
levt image L 1 2 ™ Repacs Currsnt Symbologes
Doariozd Imaze
Botom Right ————r Savng Opliors
image Accuisitiors] rfor malicer

3 © Pement Memory
5
Arquisiion Seting: 1 Sef Tuning Diszblad w

¥ Terpoiay Merag
Exposiae Time bus) 5¢

Gart g Setup Rasult
Oncodng Aesdls Code $=tring procedurs coapleted: 4 code(s) found. "
“ 2 Code Symbologl
nboks bd < d - = o
Sprtolgy Code 128 Sekced Cods: Iw = L. Code 128
Code Dala 020 mm 2. Code 128
Code Centel (5.¥)=(638,515) 3. Code 126
4. Code L2B
x 3 o
ol Cospiatn = Processing Mode : Jrandsrd
Imapz Lichting Busity =
Inags Densicy cellbraticn procedure cowpleted:
Erporue Indes: Lighting Index: Inage Density (PFI) - 260
Underexposed oK Dverexnssd Field Df View = 125 an x 100 am
TRAK Crade A Barcode Teat Chart camnct be uzed to set Code
1 Close 126 synbology. Use application specific code. bd
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7. Now place a single application specific code in front of the reader (at the same reading
distance) and repeat steps 3, and 4. Do not perform step 5 "Fine Focusing".

8. Select a Code Setting Mode choice and press the "Code Setting" button.

The Setup Result section of the Setup Wizard window shows the code type results.

i setup Wizard e [ setup Wizard
TopLeft
3 Pasifianing Send Defaulls
| - Calioration Mods 1
4 2 Colibration @« Chenge Exposure Time And Gan (Stete Mode|
" Change Ban Orly
Fing§Focusing I
Caplue lnze | I ~Cado Setling Made
) ~
e | 8 3. Code Seting * addNewn Spnboiogy
R} — o ———— " Rzplace Curen: Symbologes:
] Downioad Im=e |
5 3 Btiow Right S — ~Saving Dovans
Image Scquitica | amalios s I et Reuoy
Acapistion Selthg 1 Self Turing Disatled S s e
Expaguie Tmz [#luz) 54
Gain 9 - Setug Result-
'[)ewd'ng Resuks ~
Sumbolomy: D ala Matny ECC 200 Selected Code: '"—_] Code Setting procedure in proyress ...
Coke Dete Dalakge India_1 Code Setting procedure completed: 1 code{s) Eound.
Coce Cearter 4. |=(635.510) Code Symbologies:
Code Orizntation: 3 uaity [ndex: 1. it Pl BLE 2
g, T Processiny Mose 1 Standarc Setup Result
Image Lighting Quality Rectangular Forvats : Disabled
Decoding Perforvance  : Robust
Expasure Index: I Lighfing Index: Code Coloc : Black
Underespoced oK, Overerpased Trage Wirrorinog : Disabled
Code Contrast |zD) 1 Standara
TR { Decodiny Method 1 Standard —
Closa | | v

128 symbology (even though the reader successfully reads the code). Use

@ NOTE: The Grade A Barcode Test Chart cannot be used to set the Code
the application specific code if you need to set this symbology.
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9. Select a Saving Options choice and press the "Save" button.

B]Setup Wizard

Fositoning I Send Detauits |

Calbration Mcde
“ Change Exposire Time 4nd G an (3lalic Mode)

2 Calibrion |
7 Chanze Gzin Oniy

Fine Focusing

Caode Settng Mode
3, Coda Seting I + Add New Syirbology
e ™ Replacs Cuirent Symboioges

I Saving Oplios

* Pemmen: Memory

(" Terpoiay Meror

Setup Rasult

Code etting procedurs conpleted: 1 code(s) Cound. ~
Code Symbologies:
L. Data Macrix ECC 200

FProcessing Yode : Standard
Rectangular Formats : Disabled
Decoding Performance : Hobust

Code Coloc : Black

Tnage Nircoring : Disabled
Code Contrast |2D) i Scanderd
Decoding Method : Standerd

Checking configuretion...OK
Configuration seved in Permanent nemory!
| v

10. Close the Setup Wizard.

NOTE: If your application has been configured using the VisiSet™ Setup
Wizard, your reader is ready. If necessary you can use VisiSet™ for
advanced reader configuration.
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STEP 7 - TEST MODE

Use a code suitable to your application to test the reading performance of the system.

1.

3.

Enter the Test function by pressing and holding the X-PRESS™ push button until the
Test LED is on.

Release the button to enter the Test function.
Once entered, the Bar Graph on the five LEDs is activated and if the reader starts

reading codes the Bar-Graph shows the Good Read Rate. In case of no read condition,
only the STATUS LED is on and blinks.

TEST AIM SETUP LEARN

C ®©e ® @ ©®

STATUS COM TRIGGER GOOO READY

Figure 10 — X-PRESS™ Interface: Test Function

To exit the Test, press the X-PRESS™ push button once.

NOTE: By default, the Test exits automatically after three minutes.

The Bar Graph has the following meaning:

18
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Figure 11 — Test Function Bar Graph
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ADVANCED READER CONFIGURATION

For further details on advanced product configuration, refer to the VisiSet™ Help On-Line.
The following are alternative or advanced reader configuration methods:

Advanced Configuration Using VisiSet™

Advanced configuration can be performed through the VisiSet™ program by selecting
Device> Get Configuration From Temporary Memory to open the Parameter Setup window in
off-line mode. Advanced configuration is addressed to expert users being able to complete a
detailed reader configuration. The desired parameters can be defined in the various folders
of the Parameter Setup window and then sent to the reader memory (either Temporary or
Permanent):

Bl Edt Comedt Decoonedt Davice Optiors Took  Heb

pl Flo Dovice  Made
I |

0
F. Callbration Tool

Standar
V. Symbol Vermecation Standa
B. Captiine bnage

C. Decoda Last Iimage

Get J Send‘ Sanstlauls‘ Permanent I’ Interactive

2D Codaz | 1D Codes Postal Codze Image Pracaszing Micalznecus
Reading Spztem Layouw: \ CBXGaowzy ] Disphy |  Disgncetics
Opeialing Madzs Caibeon | Digt=ll/0 | LEDsAnd Keyped
" Dats Colection ] MzchCode | SymboiVadfczton |  Commonizalicn |

1
Cod= Colection Fikess Diczbled
DATA FORMAT
Codz Figld Justfication Dizzblad
Codz Figd Cuttng Dizzbled
Q. hnage Buffer Ho Fead Messape 24y

T F.
3, Button Function Menu e Rachal P,

D. View Last mage

E. Dovenload Last knage

H. Upload Bitmap Image

Stebislics Fiekd S eparalon Siing A%<10>

Stehatics Field Format %1

Syrbology Identiiers Diezblzd
STATISTICS
Stzbs

fConretion: COAIDCE2D on COMI &t LLS200,H 6,1 Readar Status: OFF LINE MCCE Log i OFF

Figure 12 - VisiSet™ Parameter Setup Window

Host Mode Programming

The reader can also be configured from a host computer using the Host Mode programming
procedure, by commands via the serial interface. See the Host Mode Programming file from
the Start menu (Start>All Programs>Datalogic>VisiSet>Support Files>Host Mode
Programming).

Alternative Layouts

If you need to install an Ethernet network, ID-NET™ network, or Fieldbus network, refer to
chapter 5.

The reader can also be setup for alternative layouts by reading programming barcodes. See
the "Setup Procedure Using Programming Barcodes" printable from the VisiSet™ mini-DVD
(downloaded ISO file or mini-DVD accessory).
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2 INTRODUCTION

2.1 PRODUCT DESCRIPTION

Matrix 300™ s a Datalogic industrial compact 2D imager designed and produced to be a
high performance affordable solution for both linear and two-dimensional code reading
applications.

Matrix 300™ uses imaging technology and provides complete reading system functions by
integrating image capturing, decoding and communicating in a single compact and versatile
product.

Matrix 300™ features excellent reading and verifying performance thanks to its 1.3 Mega
pixel sensor and smart proprietary decoding libraries.

Innovative X-PRESS™ interface, combined with illuminator laser pointers for aiming,
autofocus and a Good Read Spot, enhance the ease of setup and use.

Rugged construction, IP67 protection and max 50°C operative temperature make the Matrix
300™ the ideal product for industrial applications.

Matrix 300™ has been developed for use in numerous industries like:

Automotive
= DPM (Direct Part Marked) Reading and Verification
= Tires Sorting

Electronics
= Large PCB Board Tracking
= Electronics Product Tracking

Distribution & Retail Industry

= Presentation Scanner

= Small Objects Tracking & Sorting
= Warehouse applications

Medical & Pharmaceutical

= Medical Devices Traceability

= Pharmaceutical and Medicine Manufacturing
= Chemical & Biomedical Analysis

Food & Beverage
= Work in Progress Traceability
= Code Quality Control

This technology intrinsically provides omni-directional reading.
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Standard Application Program

A Standard Application Program is factory-loaded onto Matrix 300™. This program controls
code reading, data formatting, serial port and Ethernet interfacing, and many other operating
and control parameters. It is completely user configurable from a Laptop or PC using the
dedicated configuration software program VisiSet™, provided on the VisiSet™ mini-DVD
(downloaded ISO file or mini-DVD accessory).

There are different programmable operating modes to suit various code reading system
requirements.

Quick, automatic focus, positioning, calibration and code setting of the imager can be
accomplished using the X-PRESS™ button and LEDs on top of the reader without the
necessity of a PC.

The previous functions can also be performed through VisiSet™ through the Setup Wizard.
This tool includes visual feedback from the reader.

VisiSet™ provides a Calibration Tool to verify the exact positioning of the reader and to
maximize its reading performance.

Statistics on the reading performance can also be visualized through a dedicated window in
VisiSet™,

Programmability

If your requirements are not met by the Standard Application Program, Custom Application
Programs can be requested at your local Datalogic distributor.

Some of the main features of this reader are given below:

Excellent Performance

e 1.3 MPixels (SXGA)

¢ Adjustable focus through Software controlled Liquid Lenses

e Powerful Internal Lighting Systems

e Outstanding decoding capability on 1D, 2D, Stacked, Postal symbologies
¢ Excellent performance on DPM applications

e Omni-directional reading

¢ Frame Rate up to 60 frames/sec

e Region Of Interest Windowing for higher frame rate

e Up to 100 readable codes in a single frame
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Ease of Setup

¢ Quick installation without PC by using X-PRESS™ interface for easy and intuitive setup
e Laser pointers for aiming

e Automatic Imager calibration and Code Settings

e Calibration Tool to verify exact code positioning in the Field of View and to maximize the
reading performance

¢ Windows-based VisiSet™ software to configure the reader parameters via PC serial or
Ethernet interface

¢ User-defined database of Image Acquisition Settings (parameter sets)

e Smart Fast Bracket

Ease of Use

o X-PRESS™ interface LEDs provide operational and performance feedback
e Green Spot and beeper for immediate Good Read feedback

¢ Different operating modes to suit various application requirements

e Multi Image Acquisition Settings for higher reader flexibility

e Run Time Self-Tuning for extreme reader flexibility

e Image saving and storage with buffering capability

e Diagnostic software tools

Flexible Solution
¢ Adjustable Liquid lens models

e Complete set of Accessories like mounting brackets, connection boxes, cables and
photocells

e Ethernet Connectivity with TCP/IP socket for reader parameter configuration, data and
image transfer, FTP client, etc.

e On-board Ethernet supports EtherNet/IP (explicit messaging), Profinet 1/0 and Modbus
TCP protocols

e 3 serial communication interfaces (Main, Auxiliary, ID-NET™)

e General purpose I/0Os

Versatility
¢ Excellent reading performance on Direct Part Marked (DPM) symbols

e Code Quality Metrics according to ISO/IEC 16022, ISO/IEC 18004, ISO/IEC 15415,
ISO/IEC 15416 and AS9132 and AIM DPM standards.

e Match Code option with a user-defined match code database
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Industrial Strength

¢ Industrial compact 2D reader

e Rugged metal construction

e Sealed circular connectors

e [P67 protection class

e 50 °C max operating temperature

e Supply voltage ranges from 10 to 30 Vdc

The reader is particularly suitable for industrial environments where protection against harsh
external conditions is required.

The reader is contained in an aluminum housing; with its internal illuminator, lens and
protective cover, the mechanical dimensions are 95 x 54 x 43 mm and it weighs about 238 g.

Electrical connection of Power, Host interfaces and 1/0O signals is provided through an M12
(IP67) 17-pin connector (Figure A, 9). A standard M12 D-Coded (IP67) Ethernet connector is
also present (Figure A, 10).

2.2 INDICATORS AND KEYPAD BUTTON

'@
S.;‘. CN2468

e rmery of he feliowing Us ot | |§
Use e 616,029 B1; US6,608,114 81
97,385 B2: US7,055,954 B1, US7 36 B2

TEST AIM SETUP LEARN

STATUS COM TRIGGER GOOO READY

@

300 G
gy FEBRUARY 2013
SN B13Pg01S

3 MAC Address A
W |0007:8E00:00A2

Figure 13 - Indicators

The following LED indicators are located on the reader:

PWR blue LED indicates that the reader is connected to the power supply (Figure 13, 1)

NET yellow LED indicates connection to the on-board Ethernet network (Figure 13, 2)
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In normal operating mode the colors and meaning of the five LEDs are illustrated in the
following table:

READY green LED indicates that the reader is ready to operate (Figure 13, 7)

GOOD green LED confirms successful reading (Figure 13, 6)

TRIGGER |yellow LED indicates the status of the reading phase (Figure 13, 5)

COM yellow LED indicates active communication on the main serial port * (Figure 13, 4)
STATUS red LED indicates a NO READ result (Figure 13, 3)

* When connected to a Fieldbus network through the CBX500, the COM LED is always active, even in the
absence of data transmission, because of polling activity on the Fieldbus network.

During the reader startup (reset or restart phase), these five LEDs blink for one second.

In X-PRESS™ Configuration mode the colors and meaning of these five LEDs are described
in par. 2.4.

The keypad button (Figure 13, 8), is software programmable. By default it starts the X-
PRESS™ interface for quick installation without using a PC (see chp. 1).

2.3 ID-NET™

The ID-NET™ network is a built-in high-speed interface dedicated =
for high-speed reader interconnection. ID-NET™ is in addition to
the Main and Auxiliary serial interfaces. ID NET

The following network configurations are available:

= |ID-NET™ M/S Synchronized: Single station — multiple readers

CBX100

ID NET"

ID-NET™ interface allows local connection of multiple readers reading different sides of the
same target. All readers share a single presence sensor and activate/deactivate
simultaneously.

At the end of each reading phase a single data message is transmitted to the host.

Thanks to ID-NET™, data communication among readers is highly efficient so that an
immediate result will be available.
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= |D-NET™ M/S Multidata: Multiple stations — single reader

CBX100 CBX100

ID NET"

ID-NET™ interface allows connection of readers reading objects placed on independent
conveyors. All readers are typically located far away from each other and they use a
dedicated presence sensor.

At the end of each reading phase, each reader transmits its own data message to the host.
Thanks to ID-NET™, data collection among readers is accomplished at a high speed without
the need of an external multiplexing device. This leads to an overall cost reduction and to a
simple system wiring.

2.3.1 How To Setup/Configure the Reader Network

A complete ID-NET™ reader network can be easily setup through VisiSet™ as follows:

Mounting & Connection

1. Mechanically mount/install all the readers (refer to par. 3.2 and 3.3).
2. Wire ID-NET™ (refer to par. 4.3 or Error! Reference source not found.).
3. Power up the entire system.

Configuration of Slaves

1. Connect a PC equipped with VisiSet™ to the Main, Auxiliary or Ethernet interface of the
planned Slave reader.

Launch VisiSet™ and connect to the Slave reader.
From the VisiSet™ Device Menu select "Parameter Setup”.

Set the Role of the Slave reader (Synchronized or Multidata) from the
Reading System Layout > Device Network Setting > Topology Role parameter.

5. Set the Slave Address according to the desired value 1-31 from the
Reading System Layout > Device Network Setting > Slave Address parameter. Each
reader must have a different Address on the ID-NET™ Network.
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6.

8.

If necessary, set the ID-NET™ baudrate from the Reading System Layout >
Device Network Setting > Network Baud Rate parameter, (500 kbs default).

Configure the other device parameters via VisiSet™ [Operating Mode, Calibration, Data
Collection parameters, etc.].

The Slave device is now Configured. Physically connect it to the Master/Slave network. If
using the CBX connection box equipped with a BM100 Backup module, you can perform
Device Backup at the Slave (see par. 2.4 for details).

The Slave device is now Configured. Repeat these steps for each Slave reader in the ID-
NET™ network.

Confiquration of Master

1.

26

Connect a PC equipped with VisiSet™ to the Main, Auxiliary or Ethernet interface of the
planned Master reader.

Launch VisiSet™ and connect to the Master reader.
From the VisiSet™ Device Menu select "Parameter Setup".

Set the Role of the Master reader (Synchronized or Multidata) from the
Reading System Layout > Device Network Setting > Topology Role parameter.

Enable the planned Slave device N from the Reading System Layout >
Expected Slave Device #N > Status parameter and, if desired, set the related
identification string from the Expected Slave Device #N > Device Description parameter.
Repeat this step for all planned Slave devices.

If necessary, set the ID-NET™ baudrate from the Reading System Layout >
Device Network Setting > Network Baud Rate parameter, (500 kbs default).

Configure the other device parameters via VisiSet™ [Operating Mode, Calibration, Data
Collection parameters, etc.].

The Master device is now Configured. Physically connect it to the Master/Slave network.
If using the CBX connection box equipped with a BM100 Backup module, perform a
Network Backup at the Master (see par. 2.4 for details).

From the VisiSet™ Device Menu select "ID-NET™ Status Window" and click on the
"Look For Devices On Network" button to check the status of the expected Slave devices
within the ID-NET™ network.
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Iftqp Devices Netwodk chhngl Backup ol Network ‘
(Slwc Addiess |Requested Slduxlecﬂ Status chw:e Descption ]Smd Numbes lPaamele; P
Enabled Present Matrx 300 C10P01554 Get
2 Enabled Present Matiix 300 C10P01548 Get
3 Enabled Presont Matix 300 CroP01552 Get
4 Enabled Present Matro 300 C10P01550 Get
5 Enabled Present Mt 300 C10P01551 Get
& Enabled Presont Matix 300 C10P01553 Get
7 Ensbied Present Matrox 300 C10P01543 Get
v
Ext

The reader network is ready.

2.3.2 ID-NET™ Slave Management Through Master

When an ID-NET™ layout has already been configured, it is possible to modify the
configuration of any Slave from VisiSet through the Master.

1. Connect a PC equipped with VisiSet™ to the Main, or Auxiliary interface of the Master
reader.

Launch VisiSet™ and connect to the Master reader.

From the VisiSet™ Device Menu select "ID-NET™ Status Window" and click on the
"Look For Devices On Network" button to check the status of the expected Slave devices
within the ID-NET™ network.

4. Click anywhere in the row of the specific slave in the ID-NET Status Window when its
Current Status is "Present”. The Parameter Setup window will be displayed after a time
based on the network speed, with the configuration of the selected slave.

5. From the specific Slave Parameter Setup Window, change any parameter (not in
interactive mode), save the configuration to a file, or load a configuration from a file.

6. Send the modified configuration to the slave.
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EE Parameter Setup Slave#2
File
| _send | | | |
20 Codes ] 10 Codes ] Postal Codes ] Image Processing ] Mizcellaneous
Drata Collection ] tatch Code ] Syrmbol Werification ] Communication

Reading Syatern Layout ] Mizragluph Codes ] CBx Gateway ] Digplay ] Diagrozstics

Operating Modes Calibration | Digital /0 | LEDs énd Keypad
OPERATIMNG MODE

Dperating Mode Phaze Mode

Reading Phaze O Ext. Trig. Leading Edge

Acquizition Trigger Continuous

Mumber OF Acquizsition

Acquizition Trigger Status

Reading Phaze OFF

Image Acquizition Buffer Size

Acquizition Fetry

ACQUISITION TRIGGRER DELAY

Status

Delay Time [#100u=]

0

Alwans Enabled

Ext. Trig. Trailing Edge
10

Dizabled

1
Enabled
E50

CAUTION: If a wrong configuration is set or if the Slave Reading System
Layout parameters are changed, the slave could lose the network connection.
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2.4 EXTERNAL MEMORY BACKUP AND RESTORE THROUGH
VISISET™

The "External Memory Backup" or "External Memory Restore" functions allow performing
Complete Configuration and Environmental parameter storage for network and reading
devices. Backup & Restore can be applied to any reader connected through a device having
External Backup Memory, regardless of the reader's network configuration. Backup &
Restore automatically checks whether a previous backup or configuration is already available
for each device, speeding the procedure up and making it more secure.

These functions are supported by VisiSet™ for all reading devices having sw 6.10 and later
when connected to:

e (CBX + BM100 and/or BM2x0 (sw release 2.02.01 and later)
e QL500 (Ethernet TCP/IP) (sw release 2.02.01 and later)

o QLM-Series Gateways (reading device sw release 6.50 and later)

NOTE:
e Before executing a Backup on a BM100 backup module make sure the Write

Protection switch is set to Unlocked.

e |If BM100 and BM2x0 are both installed B&R is automatically performed only on
the BM100 module.

e BM2x0 can execute B&R only with Network up and running (network cable
connected).

e QL500 can backup up to 10 nodes (Master + 9 slaves).

Backup

To perform a Backup:

1. Select "External Memory Backup" from the VisiSet™ Device menu

2. You will be warned that the previous backup will be overwritten. Confirm by clicking Yes.

@ Confirmation

Start Configuration Backup?

{Old backup will be owverwritten)

L of Yes | X No
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The VisiSet™ Main window shows information as the backup procedure is performed and a
message indicating successful completion.

& visiSet
Fle Edt Connect Disconnect Device Options Tools Help

MAIN MENU
Device: Matrix 300
M. Setup Wizard Model: 412-010
Communication Port

F. Calibt ation Tool

DHCP disabled.
A. Run Mode IP Address:
Subnet Mask:
B. Capture Image Gateway: 172

DNS1: 172.27
C. Decode Last image

D. Last nage Backing up Slave 1

ED Joad Last h Slave 1 successfully backed up

Backup module upda
H.

Upload

Q. image Buffer

3. Button Function Menu

(Connection: 813000018 on 172.27.101.151 Resder Status: OFF LINE MOOE Log : OFF

Standard Application Program for Matrix Family Rel. 6.60
}- Data Matrix Setup Wizard MACNWRM: 00:07:BE:00:99:A2

Backing up local device (Master)...
Local device (Master) successfully backed up

Btmap image External Memory Backup procedure successfully complieted.

: Ethernet

172.27.101.151

255.255.0.0
.27.2.254
.0.32

ted!

Restore

To perform a Restore:

1. Select "External Memory Restore" from the VisiSet™ Device menu

2. You will be warned that the current device configuration(s) will be overwritten. Confirm by

30

clicking Yes.

Eﬁ Confirmation

{Current configuration

.................................

Start Configuration Restore?

in device will be ovenwritten)

X No
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The VisiSet™ Main window shows information as the restore procedure is performed and a
message indicating successful completion.

Fia Edt Comnect Disconnect Device Options Tools Help

MAIN MENU

M. Setup Wizard

F. Calibration Tool

). Data Matrix Setup Wizard
A. Run Mode

B. Capture image

C. Decode Last mage

D. View Last image

E. Download Last Image

H. Upload Bitmap Image

Q. image Buffer

3. Button Function Menu

Contwection: B13P0001S on 172.27.101,151 Readér Status: OFF LINE MODE Log : OFF

Device: Matrix 300
Model: 412-010
Communication Port: Ethernet

Standard Application Program for Matrix Family Rel. 6.60

MACNUM: 00:07:BE:00:99:A2
DHCP disabled.
IP Address: 172.27.101.151
Subnet Mask: 255.255.0.0
Gateway: 172.27.2.254
DRS1: 172.27.0.32
Restoring loocal device (Master)...
Local device (Master) successfully restored
Checking configuration...0K
Configuration saved in Permanent memory!
Local device updated!
Checking for ID-NET Slaves...
Restoring Slave 1...
Slave 1 successfully restored

External Memory Restore procedure successfully completed.

Replacement

The External Memory Restore function also provides easy and secure Single Device

Replacement:

Remove the device to be replaced

Connect the new device (make sure the new device has been previously set to default)

Run the Restore procedure by selecting the "External Memory Restore" item (see:

Restore procedure)
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Erase

To Erase any previous Backup:

1. Select "External Memory Erase" from the VisiSet™ Device menu

2. You will be warned that all device configurations in the current backup will be erased.
Confirm by clicking Yes.

H Confirmation

Any Configuration present in current Backup will be erased

Are you sure you want to proceed?

................................

o Yes | X No

Fia Edt Comnect Disconnet Device Opltions Toods Help

MAIN MENU
Device: Matrix 300

M. Setup Wizard Model: 412-010
Communication Port: Ethernet

F. Calibw ation Tool
Standard Application Program for Matrix Family Rel. 6.60
). Data Matrix Setup Wizard MACNUM: 00:07:BE:00:99:A2
DHCP disabled.
A. Run Mode IP Address: 172.27.101.151
Subnet Mask: 255.255.0.0
B. Capture image Gateway: 172.27.2.254
DHS1: 172.27.0.32
Backup module erasecd!
External Memory Erase procedure successfully completed.

C. Decode Last mage
D. View Last image

E. Download Last Image
H. Upload Bitmap Image

Q. image Buffer

3. Button Function Menu

Conrwction: B13P00018 on 172.27.101,151 Readér Status: OFF LINE MODE Log: OFF
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List

To see a List of the current Backup:

1. Select "External Memory Read Backup" from the VisiSet™ Device menu.

The VisiSet™ Main window shows a list of devices in the current Backup.

Fia Edt Cornnect Disconnet Device Options Toods Help

MAIN MENU
Device: Matrix 300

M. Setup Wizard Model: 412-010
Communication Port: Ethernet

F. Calibration Tool

). Data Matrix Setup Wizard MACNUM: 00:07:BE:00:99:A2
DHCP disabled.

A. Run Mode IP Address: 172.27.101.151
Subnet Mask: 255.255.0.0
B. Capture image Gateway: 172.27.2.254
DHS1: 172.27.0.32

C. Decode Last mage
MASTER:Matrix 300

D. View Last image SLAVE 1:Matrix 300

E. Download Last image
H. Upload Bitmap Image
Q. image Buffer

3. Button Function Menu

Conrwction: B13P00018 on 172.27.101,151 Readsr Status: OFF LINE MODE

Standard Application Program for Matrix Family Rel. 6.60

List of backup present on External Memory:

Log : OFF

The following is a list of possible error messages displayed on the VisiSet™ main window in

case of an External Memory function failure:

e Module not present: backup module not mounted (BM100) or not ready (QL500,

BM2x0)

e Unable to Read Backup State: VisiSet™ is unable to connect to the backup memory
e Backup function not allowed: when device is in X-PRESS™ Menu mode (BM100,

QLM) or is out of memory (QL500)

e Failed! (Device not found): Master is unable to reach the addressed device
o Failed! (Module is write protected): BM100 Write Protection switch is set to Locked
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2.5 X-PRESS™ HUMAN MACHINE INTERFACE

X-PRESS™ is the intuitive Human Machine Interface designed to improve ease of
installation and maintenance.

Status information is clearly presented by means of the five colored LEDs, whereas the
single push button gives immediate access to the following relevant functions:

e Learn to self-detect and auto-configure for reading unknown codes

e Setup to perform Exposure Time and Gain calibration

e Aim/Autofocus to turn on the laser pointers to aid positioning and focusing

e Test with bar graph visualization to check static reading performance

2.5.1 X-PRESS™ Functions

Quick access to the following functions is provided by
an easy procedure using the push button: e

1 — Press the button (the Status LED will give a .l .,. .P e .

visual feedback).

EADY

2 — Hold the button until the specific function LED is
on (Test, Aim, Setup or Learn).

3 — Release the button to enter the specific function.

Once button is pressed, the cycle of LEDs activation is as follows:

M SETUP LEARN
® @

5000 READY

> > >
Release button Release button Release button
to Exit to enter Test Mode to enter Aim/Autofocus Mode

> > = (cycle)
Release button Release button Release button
to enter Setup Mode to enter Learn Mode to Exit
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Test Mode (Function 1)

Once entered, the Bar Graph on the five LEDs is activated and if the imager starts reading
codes the Bar-Graph shows the Good Read Rate. In case of a NO READ condition, only the
Status LED is on and blinks.

The Bar Graph has the following meaning:

TEST AIM SETUP LEARN

® ® O O

IS COM TRIGGER GOOO READY

To exit the Test Mode, press the X-PRESS™ push button once.

NOTE: By default, the Test exits automatically after three minutes.

Aim/Autofocus (Function 2)

This function causes the laser pointers to turn on. Since the laser pointers are centered on
the FOV they can be used to position the imager on the code. The Aim LED blinks to indicate
this state. After a short delay, this function also performs the Autofocus procedure for Liquid
Lens models.

You can exit the Aim/Autofocus function at any time by pressing the X-PRESS™ push button
once. After a short delay the autofocus procedure is cancelled and the laser pointers turn off.

Setup (Function 3)

Once entered, the imager automatically performs Image Acquisition parameter calibration for
the specific code presented to it.

The Setup LED will blink until the procedure is completed.

The Setup procedure ends when the Image Acquisition parameters are successfully saved in
the reader memory, the Setup LED will stop blinking and Matrix 300™ emits 3 high pitched
beeps.

If the calibration cannot be reached after a timeout of about 5 (five) seconds Matrix 300™ will
exit without saving the parameters to memory, the Setup LED will stop blinking and in this case
Matrix 300™ emits a long low pitched beep.
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Learn (Function 4)

Once entered, the imager starts a procedure to automatically detect and recognize codes
which are presented to it.

The Learn LED will blink until the procedure is completed.

The Learn procedure ends when the Image Processing and Decoding parameters are
successfully saved in the reader memory, the Green Spot is activated, the Learn LED will stop
blinking and Matrix 300™ emits 3 high pitched beeps.

If the autolearning cannot be reached after a timeout of about 3 (three) minutes, Matrix 300™
will exit without saving the parameters to memory, the Learn LED will stop blinking and in this
case Matrix 300™ emits a long low pitched beep.

You can exit the Learn function at any time by pressing the X-PRESS™ push button once.
After a short delay the Learn procedure is cancelled.

2.5.2 Diagnostic Indication

The “STATUS” and “READY” LEDs blink simultaneously while the "GOOD" LED is on to
signal the presence of an error. Diagnostic message transmission on interfaces can be
enabled to provide details about specific error conditions. See the Diagnostic Error
Conditions chart in the Help On Line.

LED STATUS
TEST AM SETUP LEARN
- READY BLINK
O 0 @ O O
STATUS COM TRIGGER GOQD READY GOOD ON to indicate an error

TRIGGER
COM

STATUS BLINK

2.6 MODEL DESCRIPTION

Matrix 300™ readers are described by their model number which indicates the
characteristics listed in the diagram below. Not all combinations are available. For a
complete list of combinations see the Models tab on the Product page of the website.

MATRIX 300 4XX-0XX

| I
\ v
Internal [lluminator Options
1 = Wide Angle Red 0 = Standard
5 = Wide Angle White 1 = ESD Safe
7 = Light DPM 2 = ESD Safe + YAG Cut Filter

8 = Multi-Light DPM

\ 4

Lens Type Input Power
1 =6 mm (fixed lens manual focus) 1 = Standard 10 - 30 Vdc
2 =9 mm (liquid lens software focus) 4 = PoE 48 Vdc
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2.6.1 Lighting System Notes

The following table shows the Matrix 300™ lens/illuminator combinations. For more
information see the Application Note on illuminator selection on the VisiSet™ mini-DVD
(downloaded ISO file or mini-DVD accessory).

Matrix 300 Models Internal llluminators

Model Lens Type LEDs | Type
Matrix 300 411-0xx 6 mm Fixed Lens 8 Red Wide Angle
Matrix 300 481-0xx 24/39 | Red Bright/Blue Dark Field DPM (sw configurable chains)
Matrix 300 412-0xx 8 Red Wide Angle
Matrix 300 452-0xx 9 mm Liquid Lens 8 White Wide Angle
Matrix 300 472-0xx 24/26 | Red Bright Field DPM (sw configurable chains)
Matrix 300 482-0xx 24/39 | Red Bright/Blue Dark Field DPM (sw configurable chains)

2.7 ACCESSORIES

The following accessories can be used with the Matrix 300™ reader.

Accessory Description Order No.
Cables
CAB-DS01-S M12-IP67 Cable To CBX or QL (1M) 93A050058
CAB-DS03-S M12-1P67 Cable To CBX or QL (3M) 93A050059
CAB-DS05-S M12-IP67 Cable To CBX or QL (5M) 93A050060
CAB-ETH-M01 M12-1P67 Ethernet Cable (1M) 93A051346
CAB-ETH-M03 M12-IP67 Ethernet Cable (3M) 93A051347
CAB-ETH-M05 M12-1P67 Ethernet Cable (5M) 93A051348
CBL-1534.02 Adapter Cable Ethernet M12 to RJ45 93A050057
CBL-1480-01 Thin M12/5P Male/Female (1M) 93A050049
CBL-1480-02 Thin M12/5P Male/Female (2M) 93A050050
CBL-1490 Term. Resist. Thin M12/5P/Male 93A050046
CBL-1496 Term. Resist. Thin M12/5P/Female 93A050047
Connectivity
CBX100 Compact Connection Box 93A301067
CBX500 Modular Connection Box 93A301068
BM100 Backup Module for CBX100/500 93ACC1808
BM150 Display Module for CBX500 93ACC1809
Various Fieldbus and Non-Fieldbus Host Interface Modules and All-In-One Connection Box Kits are available
BA100 DIN Rail Adapters 93ACC1821
BA200 Bosch Adapters 93ACC1822
Various M12 Panel Connectors for CBX Connection Boxes are available
BA900 Two Cable Glands Panel 93ACC1847
QL100 Quick Link Slave ID-NET T-Connector 93ACC1860
QL150 Quick Link Slave ID-NET + Service T-Connector 93ACC1868
QL200 Quick Link Slave ID-NET + Power T-Connector 93ACC1861
QL300 Quick Link Master ID-NET - Serial Host Connector 93ACC1862
Quick Link Master ID-NET - Ethernet Host Connector
QL500 (includes Ethernet/IP explicit messaging) 93ACC1864
QLM500 Quick Link Metal Master ID-NET - EthernNet/IP Gateway 93ACCO0037
QLM600 Quick Link Metal Master ID-NET - Profibus Gateway 93ACCO0033
QLM700 Quick Link Metal Master ID-NET - Profinet I/O Gateway 93ACCO0038
Various M12 Service Cables and Field Mount Connectors are available for Quick Link Series Connectors
Power Supplies
PG6002 AC/DC Power Supply Unit (US) 93ACC1718
PG6001 AC/DC Power Supply Unit (UK) 93ACC1719
PG6000 AC/DC Power Supply Unit (EU) 93ACC1720
Sensors
MEP-593 Photocell Kit PNP (PH-1) 93ACC1791
MEP-543 Photocell Kit-NPN 93ACC1728
S3Z-PR-5-C11-PL Diffuse Proximity Sensor 95B010011
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2.8 APPLICATION EXAMPLES
2.8.1 Document Handling

Matrix 300™ is profitably used in the omnidirectional reading of 2D, stacked, linear and
postal codes for example in automated document handling and mail processing systems
(see Figure 14).

Figure 14 - Address Coded in Data Matrix Symbology for Automated Mail Processing

2.8.2 Deformed or Overprinted Code Reading

Matrix 300™ assures the reading of deformed and / or overprinted codes, even though
damaged or printed on high reflective surfaces (see Figures 17, 18, 19).

Figure 15 - Unidose Flow-Pack with PDF417 Code

Figure 17 - Barcode Printed on Curved Surface Readable by Matrix 300™ in spite of Image Optical
Distortion
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2.8.3 Direct Part Marking

Matrix 300™ is also very powerful in reading low-contrast direct part marked codes (see
Figures 20, 21, and 22).

Figure 18 - Dot Matrix Code Directly Marked on Metal Surface by Using Dot Peening Technology

Figure 19 - Dot Peening Marking on Metal Surface with Multi-dot per Code Element

Figure 20 - Directly Marked Dot Matrix Code Characterized by Outstanding Separation Distance between
Adjacent Code Elements

2.8.4 Ink-Jet Printing Technology

Gy
i

Figure 21 - Dot Matrix Code Directly Marked on PCB Copper Pad by Using Ink-Jet Technology

39



40

o MATRIX 300™ REFERENCE MANUAL

2.8.5 Laser Marking/Etching Technology

(o

-ﬁ\

Figure 22 - Data Matrix Code Directly Marked on PCB Surface by Using Laser Etching Technology

f CAUTION: If application codes must be read which are produced by Laser

Marking in real time, use Matrix 300™ models incorporating YAG Filters in
order to avoid burning the CMOS sensor.




INSTALLATION

3

INSTALLATION

3.1 PACKAGE CONTENTS

Verify that the Matrix 300™ reader and all the parts supplied with the equipment are present
and intact when opening the packaging; the list of parts includes:

a

a
a
a

Matrix 300™ reader
Quick Reference Guide
Test Charts (2)

Mounting Kit

e Mounting Screws (4 + 2)
¢ Washers (2)

¢ Mounting Brackets (2)

Figure 23 - Package Contents
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3.2 MECHANICAL DIMENSIONS

Matrix 300™ can be installed to operate in different positions. The twelve screw holes (M4 x

5) on the body of the reader are for mechanical fixture (Figure 24).

The diagram below gives the overall dimensions of the reader and may be used for its

installation.

Refer to par. 3.3 for various mounting solutions and correct positioning and chp. 6 for FOV

vs. Reading Distance considerations.

&= = |
>
Ay Qe
®3 4
O]
i & )|
205
‘*:)F[o.m]' =
mm
. 54 L in
T [213]

Optical Axes .
© o

37.5
[1.48]

[2.95]

M4 N4 —_|

36
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3.3 MOUNTING AND POSITIONING MATRIX 300™

Using the Matrix 300™ mounting brackets you can obtain rotation on the various axes of the
reader as shown in the diagram below:

%
"

M
=

CIATALOGIC

SIATALOGIC

Figure 27 —Positioning with Mounting Bracket
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Matrix 300™ is able to decode code labels at a variety of angles; however significant angular
distortion may degrade reading performance.

When mounting Matrix 300™, take into consideration these ideal label position angles: Pitch
or Skew 10° to 20° and Tilt 0°.

Note: Since Matrix 300™ is omni-directional on the code plane, the Pitch and Skew angles
have the same significance with respect to the code plane. However in some advanced code
reading applications performance can be improved by modifying the Skew angle.

The Pitch, Skew and Tilt angles are represented in Figure 28. Follow the suggestions below
for the best orientation:

Position the reader in order to avoid the direct reflection of the light emitted by the Matrix 300™
reader; it is advised to assure at least 10° for the Skew angle.

il Skew
it Assure at least 10°
any angle
. within FOV
Pitch
Minimize

No Pitch, Tilt or Skew

Figure 28 - Code Reading Orientation

In some cases, such as low contrast or low illumination, it can be useful to use a Pitch or
Skew angle = 0°.

The Tilt angle is also represented in Figure 29. Matrix 300™ can read labels with any tilt
angle. Keep in mind however, that since linear barcodes are rectangular, the reader should
be aligned to fit them into the horizontal FOV.
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Figure 29 - Tilt Angle Considerations

See chp. 6 for FOV vs. Reading Distance considerations.
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4 CBXELECTRICAL CONNECTIONS

All Matrix 300™ models can be connected to a CBX connection box through one of the
available CAB-DSxx-S accessory cables. These accessory cables terminate in an M12 17-
pin connector on the Matrix 300™ side and in a 25-pin male D-sub connector on the CBX
side.

We recommend making system connections through one of the CBX connection boxes since
they offer the advantages of easy connection, easy device replacement, opto-isolated
outputs (Outputs 1 and 2), and filtered reference signals.

NOTE: If you require direct wiring to the reader the connections are the
same as shown in this chapter with the exception of the digital Outputs. Direct
wiring details are indicated in Appendix A

The table below gives the pinout of the CBX100/500 terminal block connectors. Use this
pinout when the Matrix 300™ reader is connected by means of the CBX100/500:

CBX100/500 Terminal Block Connectors

Input Power
Vdc Power Supply Input Voltage +
GND Power Supply Input Voltage -
Earth Protection Earth Ground
Inputs
+V Power Source — External Trigger
11A External Trigger A (polarity insensitive)
11B External Trigger B (polarity insensitive)
-V Power Reference — External Trigger
+V Power Source — Inputs
12A Input 2 A (polarity insensitive)
12B Input 2 B (polarity insensitive)
-V Power Reference — Inputs
Outputs
+V Power Source - Outputs
-V Power Reference - Outputs
Ol+ Output 1 + opto-isolated and polarity sensitive
O1- Output 1 - opto-isolated and polarity sensitive
02+ Output 2 + opto-isolated and polarity sensitive
02- Output 2 - opto-isolated and polarity sensitive
03A Output 3 non opto-isolated (only available on CBX500)
Auxiliary Interface
X Auxiliary Interface TX
RX Auxiliary Interface RX
SGND Auxiliary Interface Reference
ID-NET™
REF Network Reference
ID+ ID-NET™ network +
ID- ID-NET™ network -
Shield Network Cable Shield
Main Interface
RS232 RS485/422 Full-Duplex
TX TX+
RX *RX+
RTS TX-
CTS *RX-
SGND SGND

* Do not leave floating, see par. 4.2.2 for connection details.

48



CBX ELECTRICAL CONNECTIONS o

NOTE: To avoid electromagnetic interference when the reader is connected
to a CBX connection box, verify the jumper positions in the CBX as indicated

in its Installation Manual.

4.1 POWER SUPPLY

Power requirements and conditions depend on the Matrix 300™ model: Standard or PoE
(Power over Ethernet).

4.1.1 Standard Models

For these models power can be supplied to the reader through the CBX100/500 spring clamp
terminal pins as shown in Figure 30:

Power Supply
VGND

V+ Earth

in Ground

o || | | s | | s | |

0000000010

Vdc GND (% REF ID+ ID- k%/ SGND TX RTS RX CTs 1
POWER "% ID-NET % | MAIN (RITX+ R)TX- RX+ RX-

N

Figure 30 - Power Supply Connections
The power must be between 10 and 30 Vdc only.
It is recommended to connect the device CHASSIS to earth ground (Earth) by setting the
appropriate jumper in the CBX connection box. See the CBX Installation Manual for details.
4.1.2 Power over Ethernet (PoE) Models

The Ethernet pinout is as follows:

Figure 31 - M12 D-Coded Female Ethernet Network Connector

Power over Ethernet Network Connector Pinout
Pin Name Function
1 TX +/DC- Transmitted data (+) DC power (-)
2 RX +/DC+ Received data (+) DC power (+)
3 TX -/IDC- Transmitted data (-) DC power (-)
4 RX -/DC+ Received data (-) DC power (+)
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CAUTION: Matrix 300™ PoE models only accept Alternative A (power

over RJ45 pins 1, 2, 3, 6), Class 0 power levels. Use an Endspan or
Midspan PSE device that supports this configuration (i.e. POE switch or
Power over Ethernet Adapter).

Alternative B (power over RJ45 pins 4, 5, 7, 8) using an Endspan or
Midspan PSE device is not supported.

PSE Endspan Matrix 300
RJ45 Ethernet Connector M12 Ethernet Connector
© @
Data Pag‘ ’ . 1 Data Pair
Positive + '6
48 Vde ® CAB-ETH-MOx Cable (RJ45 to M12) 4-pin
Negative .0
s & I
D
Data Pair 4 Data Pair
o) 3

Figure 32 — Matrix 300™ PoE PSE Endspan Alternative A Connections OK

Non PoE Ethernet Switch PSE Midspan Matrix 300
RJ45 Ethernet Connector RJ45 Ethernet Connectors M12 Ethernet Connector
Data Pair E Data Pair
Praelthvg CAB-ETH-MOx
48 Vdc (RJ45 to M12) 4-pin
Negative -
Data Pair ‘g Data Pair

Figure 33 — Matrix 300™ PoE PSE Midspan Alternative A Connections OK

PSE Endspan
RJ45 Ethernet Connector

Data Pair gl

Positive +
48 Vdc
Negative -

Matrix 300
M12 Ethernet Connector

4 E Data Pair

Data Pair

Figure 34 — Matrix 300™ PoE PSE Endspan Alternative B Connections NOT SUPPORTED
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Non PoE Ethernet Switch
RJ45 Ethernet Connector

Matrix 300
M12 Ethernet Connector

PSE Midspan
RJ45 Ethemet Connectors

©)
e Data Pair
OO “ 3
©)
@
® CAB-ETH-MOx
@ 48 ; ‘.@ (RJ45 to M12) 4-pin
@
e Data Pair
»4 ‘
@

Figure 35 — Matrix 300™ PoE PSE Midspan Alternative B Connections NOT SUPPORTED

circuitry is not powered and supply power is not available to any Input/Output
devices (Vdc=0). Only input device signals can be accepted directly on the
M12 17-pin connector without power.

For these models, if it is necessary to use Input/Output devices, we recommend
connecting them through the CBX, which must be powered separately.

f CAUTION: For Matrix 300™ PoE models, the internal Digital Output

See par. 4.7 for further details.

4.2 MAIN SERIAL INTERFACE

CAUTION: Do not connect to the Main Interface spring clamp terminals if
using Host Interface Modules (Fieldbus) with the CBX500.

The signals relative to the following serial interface types are available on the CBX spring
clamp terminal blocks.

The main serial interface type and its parameters (baud rate, data bits, etc.) can be
defined by the user via VisiSet™ software. For more details refer to the
"Communication” folder in the VisiSet™ Help On Line.

Details regarding the connections and use of the interfaces are given in the next paragraphs.
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4.2.1 RS232 Interface

The RS232 interface can be used for Point-to-Point, Pass Through or Master/Slave
connections. When it is connected to the host computer it allows both transmission of code
data and reader configuration by VisiSet™.

The following pins are used for RS232 interface connection:

CBX100/500 Function
TX Transmit Data
RX Receive Data
RTS Request To Send
CTS Clear To Send
SGND Signal Ground

It is always advisable to use shielded cables. The overall maximum cable length must be
less than 15 m (49.2 ft).

USER INTERFACE
SGND RXD TXD

CTS RTS

|| —

s | | o || o | |
vdc GND|<&, |REF 1D+ ID- | [sono TX RTS  RX CTST‘

POWER % ID-NET 8% | MAIN (R)TX+ (RITX- RX+ RX-

Oll

READER SGND TX RX
RTS CTS

Figure 36 — RS232 Main Interface Connections Using Hardware Handshaking

The RTS and CTS signals control data transmission and synchronize the connected devices.

START END
OF OF
TRANSMISSION TRANSMISSION
+V
RTS
-V —f— —
! DATA DATA Il
Y | TRANSMISSION TRANSMISSION |
TX DATA I [ci)c2 ) (csfcafcs) |
-V :
' n
| TRANSMISSION i
: | STOPPED | ﬂ
s || |
oy , ENABLED ENABLED |
-V
IDLE DISABLED DLE

Figure 37 - RS232 Control Signals

If the RTS/CTS handshaking protocol is enabled, the Matrix 300™ activates the RTS output
to indicate a message is to be transmitted. The receiving unit activates the CTS input to
enable the transmission.
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4.2.2 RS485/422 Full-Duplex Interface

The RS485/422 full-duplex (5 wires + shield) interface is used for non-polled communication

protocols in point-to-point

connections over longer distances (max 1200 m / 3940 ft) than

those acceptable for RS232 communications or in electrically noisy environments.

The CBX pinout follows:

CBX100/500 Function
TX+ RS485/422 Transmit Data +
RX+ RS485/422 Receive Data +
TX- RS485/422 Transmit Data -
RX- RS485/422 Receive Data -
SGND Signal Ground

USER INTERFACE

RX485+ TX485+

SGND TXA485-

|| —

Oll

0000010

Vdc GND 6; REF D+ ID- k%/ SGND TX RTS RX CTs 1
POWER % ID-NET % | MAIN (RITX+ (R)TX- RX+ RX-

READER SGND TX+ RX+
TX- RX-

Figure 38 - RS485/422 Full-duplex Connections

NOTE: For applications that do not use RX signals, do not leave these lines
floating but connect them to SGND as shown below.

Figure 39 -

USER INTERFACE
RX485+

SGND [l RX485-

|| —

0l0o

vdc GND|<, [REF i+ - |8 [seno Tx RIS Rx cTs
POWER "% ID-NET % | MAIN (R)TX+ (RITX- RX+ RX-

o[l

o[l
O[l
o[l

READER SGND TX+
TX-

RS485/422 Full-duplex Connections using Only TX Signals
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4.3 ID-NET™ INTERFACE
CBX100/500 Function
Shield Network Cable Shield
ID+ ID-NET™ network +
ID- ID-NET™ network -
REF Network Reference

4.3.1 ID-NET™ Cables

The following instructions are referred to Figure 41, Figure 42 and Figure 43.

The general cable type specifications are: CAT5 twisted pair + additional CAT5 twisted
pair, shielded cable AWG 24 (or AWG 22) stranded flexible.

We recommend using DeviceNet cables (drop or trunk type) to the following reference
standards:

AN50325 — |[EC 62026
UL STYLE 2502 80°C 30V

Cable Shield MUST be connected to earth ground ONLY at the Master.
NEVER use ID-NET™ cable shield as common reference.

The ID-NET™ max cable length depends on the baudrate used, (see the Baudrate Table
below).
For Common Power Connections use only 2 wires (ID+ and ID-).

DC Voltage Power cable (Vdc — GND) should be handled as a signal cable (i.e. do
not put it together with AC cable):

Wire dimensioning must be checked in order to avoid voltage drops greater than 0.8
Volts.

Cable should lie down as near as possible to the ID-NET™ cable (avoiding wide
loops between them).

Reader's chassis may be connected to earth.

Network inside the same building.

Baudrate Table

Baud Rate 125 kbps 250 kbps 500 kbps 1Mbps

Cable Length 1200 m 900 m 700 m *

* Application dependent, contact your Datalogic Automation representative for details.
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NOTE: The default ID-NET™ baudrate is 500 kbps. Lower ID-NET™
baudrates allow longer cable lengths. The baudrate is software configurable
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CBX ELECTRICAL CONNECTIONS o

4.3.2 ID-NET™ Response Time

The following figure shows the response time of the ID-NET™ network. This time is defined
as the period between the Trigger activation and the beginning of data transmission to the
Host.

Max ID-NET™ Response Time

240

220 e

200 -

180

160 Lot

140 -

120 ,"

100 o == =

—
g

80 e P

Response Time (ms)
1
\

60 B

40

20

o 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16

Number of Nodes
= 500 kbps = = = 250 kbps seeseee 125 kbps

Figure 40 — ID-NET™ Response Time

CONDITIONS:

e |ID-NET™ M/S Synchronized layout
¢ message length = 50 bytes per node
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CBX1 OOI5(£ Main Interface HOST
Reader L I E|/ RS232/RS485
Master E s | (s
. . . Shield
. B\\; son| [Shield 7y
1 EEN ID-
ID-NET™
Termination Resistor. BN REF —
PG-6000 Earth
-
Vdc *
A
o
)
CBX100/500 Shield o
< < . ID- (blue) w
Reader Sl e D+ | (White) “g’_ 5
Slave o |l [l rer (12K s 5
#1 . . : 1 shieia L ® m
o | [l [yl | qfioating] |Shield T 5+
e ID- g 9
ID-NET™ ID+ s T
Termination Resistor. O REF —/CZ 5 @
PG-6000 Earth %
GND _-L §
Vdc ©
=
CBX100/500 Shield
S S 5 ID- (blue)
Reader 4l D D+ |-(White)
Slave c|ls |[s rep H2tack) v
: L ] L] /I ie
(up to 31) ELE LB e
ID-NET™ -
Termination Resistor. O
PG-6000 Earth—-l_

GND —
Vdc

Figure 41 — ID-NET™ Network Connections with isolated power blocks
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CBX100/500 Main Interface HOST
Reader - EI/ RS232/RS485
Master o | e | fs
™ . ° Shield
. ﬂ\ « |12, | [shield <
1] EN o (\)
ID-NET™ ] b+
Termination Resistor. O REF
Earth
GND _—_l__-
Vdc *
A
o
o
CBX100/500 Shield o
< 5 S ID- (blue) w
Reader s e I D+ | White) L _
L ] [ ] L ] Q U
SIave : ° o REF §, |z
#1 . IE . 1 shieia L ® m
. . ol [ Jficating] | Shield - 5' -]
: . . ID- /—\ (=2 @]
. . a D+ \ ) (1] Q
ID-NET™ < g Z
Termination Resistor. O REF 5 @
o
Earth X
GND _-l_- )
1 vde | @
=
CBX100/500 Shield
. . . ID- (blue)
Reader E E E D+ (white) v
Slave i REF
L [ ] [ ] /1 ie
(up to 31) LB )
ID-NET™ ~
Termination Resistor. O
Earth
GND _-|T_
T Vdc
POWER
SOURCE
12-24 Vdc

Figure 42 - ID-NET™ Network Connections with Common Power Branch Network
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CBX100/500 Main Interface HOST
Reader L E|/ RS232/RS485
Master E e | [s
. . P Shield
. |;|\\; clo | [shield A
I ER]EN > \f\}
ID-NET™ ID+
Termination Resistor. O REF
Earth
GND j:—
Vdc *
A
)
)
CBX100/500 Shield =}
< < - ID- (blue) g:,
Reader E 5 5 D+ |(White) £ 5
Slave : e || REF § IZ
#1 . H\ . L Shieta L ® m
P ol [T Tfloating| Shield ot n—’| -
: ° Y ID- f\ (=2 (@)
o [[s [[e s ] CH-
ID-NET™ < g g
Termination Resistor. O REF 5 (1]
o
Earth X
GND _-l_- §
Vdc (g
>
CBX100/500 Shield
< < S ID- (blu_e)
Reader E E E D+ (white) v
Slave o |l Lle REF
[ ] L [ ] /1 e
(up to 31) : : ; Tflsor;tiLdm
ID-NET™ B
Termination Resistor. O
Earth
GND j___—
I I Vdc
POWER
SOURCE
12-24 Vdc

Figure 43 — ID-NET™ Network Connections with Common Power Star Network
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4.3.3 ID-NET™ Network Termination

The network must be properly terminated in the first and last reader of the network. This is
done by setting the ID-NET™ Termination Resistance Switch in the CBX100/500 to ON.

4.4 AUXILIARY RS232 INTERFACE

The RS232 auxiliary interface is available for Point-to-Point, Pass Through or Master/Slave
connections. When it is connected to the host computer it allows both transmission of code
data and reader configuration by VisiSet™.

The parameters relative to the aux interface (baud rate, data bits, etc.) as well as particular
communication modes such as LOCAL ECHO can be defined through the Communication

folder of the VisiSet™ utility program.

The 9-pin female Auxiliary Interface connector inside the CBX is the preferred connector for
device configuration or communication monitoring.

5 1

00000
0000
EE——

9 6

Figure 44 - 9-pin female connector

If permanent system wiring is required, the following pins are used to connect the RS232
auxiliary interface:

CBX100/500 Function
RX Auxiliary Interface Receive Data
TX Auxiliary Interface Transmit Data
SGND Auxiliary Interface Reference

USER INTERFACE
RX TX

o || | o |
1+ 01- 02+ 02-| +v 12A 1B -V | X RX
UTPUTS INPUT2 AUX

Ol
Ol
o[l
o[l
o[l
o[l
o[l

L«

O

Vdc  GND ReF o+ - [ T+ 1A s v [sfibl,
POWER 7% ID-NET % TRIGGER

o[l
o[l
> Ofl
o[l
7 O[l
O[l
o[l
o[l
o[l
O[l

&

Reference

Figure 45 - RS232 Auxiliary Interface Connections

NOTE: Do not connect the Aux Interface to the CBX spring clamp
connectors and the 9-pin connector simultaneously.
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4.5 INPUTS

There are two optocoupled polarity insensitive inputs available on the reader: Input 1
(External Trigger) and Input 2, a generic input:

The External Trigger can be used in One Shot Mode or in Phase Mode. Its main functions
are:

e acquisition trigger in One Shot Mode
¢ reading phase-ON/reading phase-OFF command in Phase Mode

The main functions of the general purpose Input 2 are:
e second external trigger in Phase Mode
e match code storage command when the Match Code option is enabled

The electrical features of both inputs are:
Vag = 30 Vdc max.
Iin = 10 mA (reader) + 12 mA (CBX) max.

The active state of these inputs are selected in software. Refer to the VisiSet™ Help On
Line.

An anti-disturbance filter is implemented in software on both inputs so that the default
minimum pulse duration is = 0.5 milliseconds. This value can be increased or decreased
through the software parameter Debounce Filter, see the Digital 1/O folder in the VisiSet™
Help On Line for further details.

These inputs are optocoupled and can be driven by both NPN and PNP type commands.

NOTE: Polarity insensitive inputs assure full functionality even if pins A and
B are exchanged.

The connections are indicated in the following diagrams:

CBX100/500 Function
+V Power Source - External Trigger
I1A External Trigger A (polarity insensitive)
11B External Trigger B (polarity insensitive)
-V Power Reference - External Trigger

The yellow Trigger LED (Figure 13, 5) is on when the active state of the External Trigger
corresponds to ON.
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EXTERNAL TRIGGER INPUT CONNECTIONS USING MATRIX 300™ POWER

the Input Device on the +V/-V spring clamps, and does not pass through the
Power Switch (ON/OFF) inside the CBX. Disconnect the power supply when

working inside the CBX.

i CAUTION: Power from the Vdc/GND spring clamps is available directly to

PH-1 Photocell (PNP)

(brown)

(black) (blue)

|| — o | | o || o | | | —l —l

seeee e I I {®

REF D+ ID- |9 |+ 1A 1B v SGND|
% TRIGGER AUX

Vdc GND
POWER "% ID-NET

Figure 46 — PH-1 External Trigger Using Matrix 300™ Power

NPN Photocell

Power to Input
Photocell Signal
Photocell
Reference
— | | s | | o | e — —

o || |
vic GND| <, |ReEF i+ - [ | +v 1A 1B v [senp
POWER 7% ID-NET % TRIGGER aux |2

Figure 47 - NPN External Trigger Using Matrix 300™ Power

EXTERNAL TRIGGER INPUT CONNECTIONS USING EXTERNAL POWER

PNP Photocell

Input
Signal

Pulled down to External
Input Device Reference

| | — | | o || o || e | | | w—

0000000 0®®00

Vdc  GND ReF D+ - |9 [ +v 1A 1B v |seno|,
POWER "% ID-NET % TRIGGER AUX

Figure 48 - PNP External Trigger Using External Power

NPN Photocell

Pulled up to External
Input Device Power

Input
Signal

|| — | | o || o | | e | e || —

Ol0I0I0I00I0I0@ 00

ReF b+ - |9 | +v 1A 1B v [seno|,
NET % TRIGGER AUX

Vdc GND
POWER "% 1D-

Figure 49 - NPN External Trigger Using External Power
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CBX100/500 Function
+V Power Source - Inputs
12A Input 2 A (polarity insensitive)
12B Input 2 B (polarity insensitive)
-V Power Reference - Inputs

INPUT 2 CONNECTIONS USING MATRIX 300™ POWER

CAUTION: Power from the Vdc/GND spring clamps is available directly to

the Input Device on the +V/-V spring clamps, and does not pass through the
Power Switch (ON/OFF) inside the CBX. Disconnect the power supply when
working inside the CBX.

Input Device

Power to
Input Device

Input
Signal

Input Device
Reference

o | o || o | |

—l

[m]w o] —

—l

o[l

0000

O

O

, J

O

+V V. 01+ O1-

OUTPUTS

02+ 02-

+V I2A  12B -V

INPUT2

T
AUX

RX

PNP Input 2 Using

Power to

MATRIX 300™ Power

Input Device

Input

Input Device Signal

Input Device
Reference
| | o | s | | s — [
+V -V O1+ 0O1- 02+ 02- +V I2A 12B -V X RX

OUTPUTS

INPUT2 AUX

NPN Input 2 Using

MATRIX 300™ Power

INPUT 2 CONNECTIONS USING EXTERNAL POWER

Input Device

Input
Signal

Pulled down to External
Input Device Reference

o || o | | | s |

 — o || | o

9/0/0/0/e®

O OO0

+V V. 01+ O1-

OUTPUTS

02+ 02-

V. 12A 2B -V

INPUT2

T
AUX

RX

J

Figure 50 - PNP Input 2 Using External Power
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Input Device
Pulled up to External
Input Device Power

Input
Signal

s | o | s | s | o | s | s | o || — |

90000 e® OO0

+V -V 01+ O1- 02+ 02-] +v I2A 2B -V T RX
OUTPUTS INPUT2 AUX 3

Figure 51 - NPN Input 2 Using External Power

INPUT 3 CONNECTIONS (CBX500 Only)

RESERVED

s | o | o || s | | | | | | e o || — || —

Ol0I0RIOOR®IOO00

03A 03B +V I13A KA -V 134B 134B |8 [SGND RTX+ RTX-
OTHER I/O % MAIN

Figure 52 - Input 3 Using External Power

i CAUTION: Do not connect to I3A or 134B signals, they are reserved.
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4.6 OUTPUTS

connection box, they become opto-isolated and polarity sensitive and acquire
the electrical characteristics listed below. To function correctly, they require
setting the Qutput Type configuration parameters to NPN for the respective
output in.

f CAUTION: When Outputs 1 and 2 are connected through the CBX

Three general purpose outputs are available and their meaning can be defined by the user.
They are typically used either to signal the data collection result or to control an external
lighting system.

CBX100/500 Function
+V Power Source - Outputs
o1+ Output 1 + opto-isolated and polarity sensitive
01- Output 1 - opto-isolated and polarity sensitive
02+ Output 2 + opto-isolated and polarity sensitive
02- Output 2 - opto-isolated and polarity sensitive
0O3A Output 3 non opto-isolated (only available on CBX500)
-V Power Reference Outputs

The electrical features of the outputs are the following:

Outputs 1 and 2 Output 3

Vce = 30 Vdc max. Reverse-Polarity and Short-Circuit Protected
Ice = 40 mA continuous max.; 130 mA pulsed max. | Vour (lLoapo = 0 mA) max = 30 Vdc

VCE saturation — 1 Vdc max. @ 10 mA VOUT (ILOAD =100 mA) max = 3 Vdc

Pp = 90 mW Max. @ 50 °C ambient temp. lL.oap Max = 100 mA

By default, Output 1 is associated with the Partial Read and No Read events, which activates
when the code(s) signaled by the external trigger are not decoded, and Output 2 is
associated with the Complete Read event, which activates when all the selected codes are
correctly decoded.

The output signals are fully programmable being determined by the configured
Activation/Deactivation events, Deactivation Timeout or a combination of the two. Refer to
the Digital 1/O folder in the VisiSet™ Help On Line for further details.
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OUTPUT 1 AND 2 CONNECTIONS USING MATRIX 300™ POWER

CAUTION: Power from the Vdc/GND spring clamps is available directly to

& the Output Device on the +V/-V spring clamps, and does not pass through
the Power Switch (ON/OFF) inside the CBX. Disconnect the power supply
when working inside the CBX.

Output 1 Device Output 2 Device
Power to Output Power to Output
Output device Signal Output device Signal

Output device Output device

Reference Reference
— | | s | s | | | e | | e — — | | o | o |
9/®0|0/0[0|00|0[0 CO@®0/00

+V -V 01+ O1- 02+ 02-| +v 12A 12B -V > RX
OUTPUTS INPUT2 AUX 3

o[l
O[l
o[l

|00

+V v 01+ O1- 02+ 02|+ 12a 126 -v | X RX
OUTPUTS INPUT2 AUX 3
Figure 53 - PNP/Open Emitter Output Using MATRIX 300™ Power
Output 1 Device Output 2 Device
Power to Power to
Output device Output device
Output device Output device
Reference Reference
Output Output
Signal Signal
| | o | | o | | | o | | o | | | — | | | s | | s | | | | e | s |
@/0/00[0|0[0|00 el Neeeee®
V-V 01+ O1- 02+ 02-| +v 12A 2B -V | TX RX +V -V O1+ O1- 02+ 02-| +v 12A 2B -V | TX RX
OUTPUTS INPUT2 AUX 3 OUTPUTS INPUT2 AUX 3
Figure 54 - NPN/Open Collector Output Using MATRIX 300™ Power
OUTPUT 1 AND 2 CONNECTIONS USING EXTERNAL POWER
Output 1 Device Output 2 Device
Pulled up to External Pulled up to External
Output Device Power Output Device Power
Output Output
Signal Signal
| | | | | o | | | s | s | | s | o | o | | | o | | s | s
+V v 01+ 01- 02+ 02| +v 12a 126 -v | X RX +V v 01+ 01 02+ 02| +v 12a 2B v | X RX
OUTPUTS INPUT2 AUX 3 OUTPUTS INPUT2 AUX 3
Figure 55 - PNP/Output Open Emitter Using External Power
Output 1 Device Output 2 Device
Output Output
Signal Signal
Pulled down to External Pulled down to External
Output Device Reference Output Device Reference
o | | — | | | o | s | | | s v | | o o | | o | | o | o | | o |
+v v 01+ O1- 02+ 02|+ 12a 126 -v | X RX 4V v 01+ O1- 02+ 02|+ 12a 126 -v | X RX
OUTPUTS INPUT2 AUX 3 OUTPUTS INPUT2 AUX 3

Figure 56 - NPN/Output Open Collector Using External Power
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Output 3 is not opto-isolated but can be assigned to the same events. By default it is not
assigned to any event. The CBX500 must be used to connect this output.

OUTPUT 3 CONNECTIONS USING MATRIX 300™ POWER (CBX500 Only)

Power to .
Output Device Output Device

Output Output Device
Signal Reference

= || — | | — —l —l

C@R08R®0/0/00

03A 03B +V 13A KA -V 134B 134B |8 [SGND RTX+ RTx-
OTHER I/0 % MAIN

Figure 57 - Output 3 Using Matrix 300™ Power

OUTPUT 3 CONNECTIONS USING EXTERNAL POWER (CBX500 Only)

Output

Signal
External Device
Ground Reference

|| — —l | | — | o || — |

e e Ereeee

O3A 03B +V I3A 4A -V [34B 134B |8 |SGND RTX+ RTX-
OTHER I/O % MAIN

Figure 58 - Output 3 Using External Power

f CAUTION: Do not connect to I13A or 134B signals, they are reserved.
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4.7 ON-BOARD ETHERNET INTERFACE

The on-board Ethernet Interface can be used for TCP/IP communication with a remote or
local host computer by connecting the reader to either a LAN or directly to a host PC. There
is no need to use a crossover adapter since Matrix 300™ incorporates an auto-cross
function.

A CAB-ETH-MOx cable can be used to connect to a LAN.

On the Matrix 300™ Ethernet interface the following communication channels are available:
e Data Socket
e Image Socket
e WebSentinel Socket
e Image FTP Client
e HTTP Server
e EtherNet/IP
e Profinet 10
e Modbus TCP

For further details refer to the Ethernet Folder in the VisiSet™ Help On Line and to the
"Matrix Ethernet Service Guide.pdf* document provided as supplementary documentation.

4.8 USER INTERFACE - SERIAL HOST

The following table contains the pinout for standard RS232 PC Host interface. For other user
interface types please refer to their own manual.

RS232 PC-side connections

1 5 1 13
,.0.....0.0...\
000006 O0OCGOSIOSOITS
6 9 14 25

9-pin male connector 25-pin male connector

Pin Name Pin Name
2 RX 3 RX
3 TX 2 TX
5 GND 7 GND
7 RTS 4 RTS
8 CTS 5 CTS
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5 TYPICAL LAYOUTS

The following typical layouts refer to system hardware configurations. However, they also
require the correct setup of the software configuration parameters. Dotted lines in the figures
refer to optional hardware configurations within the particular layout.

5.1 POINT-TO-POINT

In this layout the data is transmitted to the Host on the main serial interface. The RS232
auxiliary interface can be used for reader configuration by connecting a laptop computer
running VisiSet™. Host Mode programming can be accomplished either through the main
interface or the Auxiliary interface.

In Local Echo communication mode, data is transmitted on the RS232 auxiliary interface
independently from the main interface selection.

When One Shot or Phase Mode operating mode is used, the reader can be activated by an
External Trigger (for example a pulse from a photoelectric sensor) when the object enters its
reading zone.

Host
PG6000 CBX

/ © 1 5= |

L ©

| 1@
| Terminal
|

iAsEA e
ﬂ' _@D_ @ Main Serial Interface (RS232 or RS485/422 Full-Duplex)
| I @ Auxiliary Serial Interface (Local Echo) (RS232)

® External Trigger (for One Shot or Phase Mode)

CAB-DSxx

Matrix 300™

Figure 59 — Serial Interface Point-to-Point Layout
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In this layout the data is transmitted to the Host on the TCP/IP Ethernet interface (CBX500
with BM200/210 Host Interface Module installed). The RS232 auxiliary interface can be used
for reader configuration by connecting a laptop computer running VisiSet™. Host Mode
programming can be accomplished either through the TCP/IP Ethernet interface or the
Auxiliary interface.

In Local Echo communication mode, data is transmitted on the RS232 auxiliary interface
independently from the TCP/IP Ethernet selection.

When One Shot or Phase Mode operating mode is used, the reader can be activated by an
External Trigger (for example a pulse from a photoelectric sensor) when the object enters its
reading zone.

Power
0
CAB-DSxx —_— oL T ] cBX500
Matrix 300™ & - I . ©
pl--1 _JI @® BM2x0 TCP/IP Ethernet Interface
| | @ Auxiliary Serial Interface (Local Echo) (RS232)
[ ] @ (® External Trigger (for One Shot or Phase Mode)

Host

Figure 60 — BM200/210 TCP/IP Ethernet Interface Point-to-Point Layout
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In this layout a single reader functions as a Slave node on a Fieldbus network. The data is
transmitted to the Host through an accessory Fieldbus interface board installed inside the
CBX500 connection box.

Reader configuration can be accomplished through the Auxiliary interface using the VisiSet™
configuration program or Host Mode programming.

In Local Echo communication mode, data is transmitted on the RS232 auxiliary interface
independently from the Fieldbus interface selection.

When One Shot or Phase Mode operating mode is used, the reader can be activated by an
External Trigger (photoelectric sensor) when the object enters its reading zone.

Power
H& 00 ¢ °
= CBX500
CAB-DSxx ¥ B
Matrix 300™ @

L 1
@ Fieldbus Interface (Profibus, DevicNet, etc.)
@ Auxiliary Serial Interface (Local Echo) (RS232)
Host 3 External Trigger (for One Shot or Phase Mode)
ojojojojojojo [ o ofjo [J [J
o |!| |E| |!| |£| |!| |E| |!| |!| |E| o o o

Figure 61 — Fieldbus Interface Point-to-Point Layout
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5.2 ID-NET™ SYNCHRONIZED NETWORK

The ID-NET™ connection is used to collect data from several readers to build a multi-point or
a multi-sided reading system; there can be one master and up to 31 slaves connected
together.

The slave readers are connected together using the ID-NET™ interface. Every slave reader
must have an ID-NET™ address in the range 1-31.

The master reader is also connected to the Host on the RS232/RS485/422 main serial
interface.

For a Master/Slave Synchronized layout the External Trigger signal is unigue to the system;
there is a single reading phase and a single message from the master reader to the Host
computer. It is not necessary to bring the External Trigger signal to all the readers.

In the Master/Slave Synchronized layout the Master operating mode can only be set to
Phase Mode.

The main, auxiliary, and ID-NET™ interfaces are connected as shown in the following
figures.

© ©

/ L
/L
7/
S K P4
— : 109

Power

|
|
|Master
I ks
|

T __lo

Host @ Main Serial Interface (RS232 or RS$485/422 Full-Duplex)
@ External Trigger
\ ) ® ID-NET™ (up to 16 devices - practical limit)

Figure 62 — ID-NET™ M/S Synchronized Layout

The Master reader can be connected to the CBX series connection box with the advantage
of the Backup and Restore configuration function (CBX + BM100 module).
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If the Backup and Restore function is not required, then a QL300 or QL500 can be used to
connect the master reader.

CAB-AUX03 CAB-AUX03
ID-NET™ |
CBL-1480-xx CBL-1480-xx —
Slave Nodes T

x
X
) CBL-1490
S ID-NET
5‘ Terminator
(@]

The ID-NET network must be terminated through the
internal switch of the CBX500 and inserting an ID-NET
terminator into the last QL in the network.

Master qr'

POWES
CAB-PW-EXT Host @ BAB600 ID-NET™ Out
@ BA400 Ext. Power
(3 BAS500 Trigger
CBX500 @ BA300 Service
L —
CAB-AUX03 cam
Figure 63 - ID-NET™ Synchronized Layout
Matrix 300™ Master with CBX500 + Matrix 300™ Slaves with QL150
CBL-1496 CAB-AUX03 CAB-AUX03
ID-NET
QL300  Terminator ID-NET™

CBL-1480-xx

‘ CBL-1480-xx
Slave Nodes T
CBL-1490

ID-NET
Terminator

The ID-NET network must be terminated inserting an
— ID-NET terminator into the QL300 (Master) and into the

last QL in the network.

Power
—

CAB-PW-EXT
Host

= 3
Main Interface
L —

f

E |

Figure 64 - ID-NET™ Synchronized Layout
Matrix 300™ Master with QL300 + Matrix 300™ Slaves with QL150
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The same configuration can be made to a Host using a TCP/IP Ethernet interface. In this
case the Master is connected to a CBX500 with BM200/210 Host Interface Module installed.

The TCP/IP Ethernet, auxiliary, and ID-NET™ interfaces are connected as shown in the
figure below.

Power

CBX500

Master

©

@® BM2x0 TCP/IP Ethernet Interface
@ External Trigger
® ID-NET™ (up to 16 devices - practical limit)

Figure 65 — ID-NET™ M/S Synchronized Layout with BM200/210 TCP/IP Ethernet Interface to Host

Alternatively, the Master reader can communicate to the Host as a Slave node on a Fieldbus

network. This requires using an accessory Fieldbus interface board installed inside the
CBX500 connection box.

System configuration can be accomplished through the Auxiliary interface of each individual
reader (internal CBX500 9-pin connector) using the VisiSet™ configuration program or Host
Mode programming. See par. 2.3.1 for details.

Power //

Master

® Fieldbus Interface

°° @ External Trigger (for One Shot or Phase Mode)
3 ID-NET™ (up to 16 devices - practical limit)
o o

Figure 66 — ID-NET™ Fieldbus M/S Synchronized Layout
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5.3 ID-NET™ MULTIDATA NETWORK

For a Master/Slave Multidata layout each reader has its own reading phase independent
from the others; each single message is sent from the master reader to the Host computer.

© ®

Master

Power

Host ® Main Serial Interface (RS232 or RS485/422 Full-Duplex)
— @ Auxiliary Serial Interface (Local Echo) (RS$232)
‘ ® External Trigger (for One Shot or Phase Mode)
@ ID-NET™ (up to 32 devices, max network extension of 1000 m)

Figure 67 — ID-NET™ M/S Multidata

NOTE: The auxiliary serial interface of the slave readers can be used in
Local Echo communication mode to control any single reader (visualize
collected data) or to configure it using the VisiSet™ utility.

The ID-NET™ termination resistor switches must be set to ON only in the first
and last CBX connection box.
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The same configuration can be made to a Host using a TCP/IP Ethernet interface. In this
case the Master is connected to a CBX500 with BM200/210 Host Interface Module installed.

The TCP/IP Ethernet, auxiliary, and ID-NET™ interfaces are connected as shown in the
figure below.

Power 7 /
7/
CBX500
LR
©
Master I : | © (] Slave#n I
I I
I—-——-—D—— I— ——-—ﬂ——
| — @ | I—
| ’ Host
e
o j— . \ @ BM2x0 TCP/IP Ethernet Interface

[ @ Auxiliary Serial Interface (Local Echo) (RS232)
= ® External Trigger (for One Shot or Phase Mode)
] A @ ID-NET™ (up to 32 devices, max network extension of 1000 m)

Figure 68 — ID-NET™ M/S Multidata Layout with BM200/210 TCP/IP Ethernet Interface to Host

NOTE: The auxiliary serial interface of the slave readers can be used in
Local Echo communication mode to control any single reader (visualize
collected data) or to configure it using the VisiSet™ utility.

The ID-NET™ termination resistor switches must be set to ON only in the first
and last CBX connection box.
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Alternatively, the Master reader can communicate to the Host as a Slave node on a Fieldbus
network. This requires using an accessory Fieldbus interface board installed inside the
CBX500 connection box.

System configuration can be accomplished through the Auxiliary interface of each individual
reader (internal CBX500 9-pin connector) using the VisiSet™ configuration program or Host
Mode programming. See par. 2.3.1 for details.

Power 7 /

Master [HO JO&) g °
T

[BERRRE ()

) |
H ==
1
@ @ Fieldbus Interface
Host " i
@ Auxiliary Serial Interface (Local Echo) (RS$232)
o[o[e]e[o]e]e ofplo ofc [6 o ® External Trigger (for One Shot or Phase Mode)
|i| H |i| |}| |i| H |i| |i| H @ ID-NET™ (up to 32 devices, max network extension of 1000 m)
ojojojojojojo [J o ojo (-] o

Figure 69 — ID-NET™ Fieldbus M/S Multidata
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5.4 PASS-THROUGH

An alternative Pass-Through layout allows the more efficient ID-NET™ network to be used.
This layout is really an ID-NET Master/Slave Multidata layout which also allows each reader
(Master and Slaves) to accept input on the Auxiliary interface, for example to connect a
device such as a hand-held reader for manual code reading capability.

Each Matrix 300™ transmits its own messages plus any messages received by its Auxiliary
interface onto the ID-NET™ interface. The Master passes all messages to the Host.

When One Shot or Phase Mode operating mode is used, the reader can be activated by an
External Trigger (photoelectric sensor) when the object enters its reading zone.

© ©® .,
/L
7/

Master Slave#l Slave#n

Host

@ Main Serial Interface (RS232 or RS485/422 Full-Duplex)
@ Auxiliary Serial Interface (RS232)

® External Trigger (for One Shot or Phase Mode)

@ ID-NET™

Figure 70 — Pass-Through On ID-NET™ Layout

NOTE: The reading device connected to the Host can be connected to a
Fieldbus network using a Host Interface module through a CBX500

connection box.
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5.5 ETHERNET CONNECTION

The Ethernet connection is possible in two different layouts. In both layouts, before
proceeding with the connection, it is necessary to configure the reader Ethernet parameters
via VisiSet™. For further details, see the Ethernet Folder in the VisiSet™ Help On Line.

In a Point-to-Point layout the reader is connected to a local host by using a CAB-ETH-MOx
cable. There is no need to use a crossover adapter since Matrix 300™ incorporates an
autocross function.

CAB-ETH-MOx
® j—
-
CBX
CAB-DSxx
:
PG6000
[ | @ @ ® Ethernet Interface

@ Auxiliary Serial Interface (Local Echo) (RS232)
® External Trigger (for One Shot or Phase Mode)

Figure 71 - Ethernet Point-to-Point Layout
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When using a Local Area Network (LAN), one or more Matrix 300s can be connected to the
network by using CAB-ETH-MOx cables:

i fomama oy Matrix 300™

I o o

CAB-ETH-MOx

JE CBX . : -

Power

Host

NETWORK

@ Ethernet Interface
@ Auxiliary Serial Interface (Local Echo) (RS$232)
(® External Trigger (for One Shot or Phase Mode) |

Figure 72 - Ethernet Network Layout

Matrix 300™
pas
o
=
I
}_
u
[a]
L < L L
O
Host
PoE Switch P

Ethernet Interface

Figure 73 - POE Ethernet Network Layout

79



MATRIX 300™ REFERENCE MANUAL

6 READING FEATURES

6.1 FOV CALCULATION

Referring to Figure 74 and the formula below, use the data in the following table to calculate
the FOV for your application.

Model Lens do Viewing Angle Viewing Angle Viewing Angle | Min Reading Distance
Horizontal Vertical Diagonal mm
Matrix 300 4x2-0xx | 9 mm liquid 14 mm 40° 32° 50° 22
Matrix 300 4x1-Oxx | 6 mm fixed 7 mm 66° 55° 80° 35

The viewing angle has a tolerance of £ 1° depending on the reading distance.

FOV, = 2 Ed + do) tan (ocX/Z):I

where:

FOV, = horizontal, vertical or diagonal FOV

o, = horizontal, vertical or diagonal viewing angles.

d = reading distance (from window surface to code surface)

do = reading distance offset (from center of lens to window surface)

o

S
A
o
\i

FOV
plane

Figure 74 — Reading Distance References
Example:

The FOV for a Matrix 300 412-Oxx at a reading distance of 200 mm is:

FOVy =2 [(200 mm + 14 mm) tan (40°/2)] = 156 mm
FOVy =2 [(200 mm + 14 mm) tan (32°/2)] = 123 mm

NOTE: The following diagrams are given for typical performance at 25°C
using high quality grade A symbols according to ISO/IEC 15416 (1D code)
and ISO/IEC 15415 (2D code) print quality test specifications. Testing should
be performed with actual application codes in order to maximize the
application performance.
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6.1.1 Global FOV Diagrams for 6 mm Manual Adjustable Focus Models

The following diagrams show the maximum obtainable Field of View for 1D and 2D codes
using Processing Mode = Advanced Code Setting. Depending on the code resolution,
symbology, and number of characters in the code, the Reading Area can be different
from the FOV. See the reference Reading Diagrams in par. 6.3 for reading area examples.

1D Code FOV

10 250

8 200 + /
6 150 /

4 100

50 T
10 mils 15 mils

>
O
L
I _
1= 0 ‘ 5 mils 12 mils 20 mils
o
N
fa -2 50 T
)
I

-4 -100 +

-6 -150 1 \\

8 200 + \

10 B° : T T T T T

0 50 100 150 200 250 300 350 a00
mm
in 0 2 4 6 8 10 12 14 16
Distance
2D Code FOV
8 200

6 150 1 /
A
4 100 4 /

10 mils 20 mils

7.5 mils 15 mils 24 mils

Horizontal FOV

4 -100 \
-6 -150 1 \

T T T T
0 50 100 150 200 250 300 350

in 0 2 4 6 8 10 12 14
Distance
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6.1.2 Matrix 300 4x2 9 mm Liquid Lens Global FOV Diagrams

The following diagrams show the maximum obtainable Field of View for 1D and 2D codes
using Processing Mode = Advanced Code Setting. Depending on the code resolution,

symbology, and number of characters in the code, the Reading Area can be different
from the FOV. See the reference Reading Diagrams in par. 6.4 for reading area examples.

10

Horizontal FOV

Horizontal FOV

250 -
200 ]
150 ] ]
100

50 ]

100

200 ]

u 10 mils 13 mils

=0 ]

1D Code FOV

12 mils 15 mils

0 2 4 6 8 10 12 14 16 18 20 22

Distance

2D Code FOV

140 o

i
120 4
i

80 1
60 +

40 <

40 |
50 1
%0 1

i
100 1

i
120 §

140 +

mm

/

5 mils 7.5 mils 10 mils 15 mils

i

e

o 26 40 &0 S0 100 120 140 160 180 200 220 240 260 250 300 320 340

0 1 2 3 4 5 6 7 8 9 10 11 12 13

Distance
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6.2 READING DIAGRAMS

e The following reading diagrams are to be considered as references and are given for
typical performance at 25°C using high quality grade A symbols: Code 128 (1D code) and
Data Matrix ECC 200 (2D code) from the Test Charts provided with the reader.

e Testing should be performed with the actual Matrix 300™ using application codes in
order to evaluate whether maximizing application performance requires adjustments to
the HW/SW configuration with respect to the Reference Conditions given under each
diagram.

e The ratio of the Vertical FOV width with respect to the Horizontal FOV width in the
diagrams is about equal to 0.8; specifically 1024/1280. (i.e. FOVy. = FOVy x 0.8).

e The reading distance ranges are measured from the reading window surface.

e The max theoretical Line Speed values for each diagram can be calculated using the
formula in par. Error! Reference source not found..

¢ Common software parameter settings for all 6 mm models reading all code symbologies,
and all 9 mm models reading 1D code symbologies are: Processing Mode=Advanced
Code Setting; Self Tuning=Disabled.
For 9 mm models reading 2D code symbologies: Processing Mode=Standard; Self
Tuning=Enabled; Self Tuning Mode=Processing Modes Only.

e When defining a HW/SW configuration for the Matrix 300™ for conditions different from
those of the reference diagrams, it is suggested to keep in mind the following rules:

¢ Changes in Exposure Time act directly proportional to the luminosity of the image
and inversely proportional to the maximum code reading movement speed.
Consequently, reducing the Exposure Time by half, reduces the luminosity of the
image by half but doubles the theoretical code reading movement speed.

¢ Changes in Gain act directly proportional to the luminosity of the image.
Increasing the Gain value however, can reduce the quality of the acquired image.

¢ At the center of the field of view, the lighting power of the “RED WIDE” illuminator
is about equal to twice that of the “WHITE WIDE” illuminator, 1.5 times that of the
“MLT-DPM” illuminator, and 2.9 times that of the “LT-DPM” illuminator.

¢ For the two DPM illuminators, the overall lighting power being considered is from
the four Central LED chains, unless specified otherwise.

6.2.1 Pre-Configured .INI Files

Each depth of field (DOF) range shown in the various Reading Diagrams can be obtained by
loading a pre-configured .ini file that already contains the parameter settings necessary to
replicate the reading diagram results.

These .ini files are provided with and can be loaded from the VisiSet™ installation directory
as in the following example:

C:\Program Files\Datalogic\VisiSet2\Std_660\Reading Diagram Configuration Files\412-xxx RED Wide

The names of the .ini files correspond to the specific Reading Diagrams; they indicate the
Code Type, Code Resolution, Reading Distance, and Luminosity variable settings (A or B if
any). These can be directly matched to the relative Reading Diagram to obtain the desired
DOF.
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6.3 MATRIX 300 4X1 (6 MM MODELYS)

6.3.1 1D (Linear) Codes

Horizontal Reading Width

15

-1.5

Code 128 0.12 mm (5 mils)

60 -

— Focusing Distance 70 mm
"] /\
40 -

30 +

20 +

10 +

-10 4
-20 4

.30 -
- \/
.50 -

45 55 65 75 85

2 25 3 35

Reading Distance

CONDITIONS:

Hardware Settings

Code Symbology Code 128
Code Resolution 0.12 mm (5 mils)
Tilt Angle 0°

Skew Angle 15°
Focusing Distance (mm) 70
Software Parameters

411-xxx RED Wide

Exposure Time (ps) 90

Gain 5
llluminator Lighting Mode Very High Power Strobed
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Horizontal Reading Width

Code 128 0.25 mm (10 mils)

120

| - Focusing Distance 130 mm |

100 -

; ] /\

20 A

-40 -

-60 A

3 -80 1 \/

-100 A

-120 T T T T T T T T T

90 110 130 150 170 150
mm

in 4 5 6 7 8

Reading Distance

CONDITIONS:
Hardware Settings
Code Symbology Code 128
Code Resolution 0.25 mm (10 mils)
Tilt Angle 0°
Skew Angle 15°
Focusing Distance (mm) 130
Software Parameters
411-xxx RED Wide
Exposure Time (us) 80
Gain 20
llluminator Lighting Mode Very High Power Strobed
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Code 128 0.30 mm (12 mils)

5 ‘I - Focusing Distance 160 mm |7’*
110 A
4
90 A
3
70 A
e
5 2 50
; 30
g
K 10 -
Q 0
o 10 -
s
5 R
N
S 2 501
T
-70 4
-3
-go -
-4
-110 o
_5 '130 T T T T T l T l T T T T
100 120 140 160 180 200 220 240
mm
in 4 5 6 7 8 9
Reading Distance
CONDITIONS:
Hardware Settings
Code Symbology Code 128
Code Resolution 0.30 mm (12 mils)
Tilt Angle 0°
Skew Angle 15°
Focusing Distance (mm) 160
Software Parameters
411-xxx RED Wide
Exposure Time (ps) 100
Gain 20
llluminator Lighting Mode Very High Power Strobed
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Horizontal Reading Width

CONDITIONS:

Code 128 0.33 mm (13 mils)

160

140

120

100

80

60

40

20

-80

-100

-120

-140

-160

7| —Focusing Distance 150 mm [T T

- Focusing Distance 185 mm

FE

S (7 S T o ) B [ D [ — p— G R
70 90 110 130 150 170 190 210 230 250 270
3 4 5 6 7 8 9 10

Reading Distance

Hardware Settings

Code Symbology Code 128
Code Resolution 0.33 mm (13 mils)
Tilt Angle 0°
Skew Angle 15°
Focusing Distance (mm) 150 | 185
Software Parameters

411-xxx RED Wide
Exposure Time (us) 150 175
Gain 13 20
llluminator Lighting Mode Very High Power Strobed
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Horizontal Reading Width

CONDITIONS:

Code 128 0.38 mm (15 mils)

160

140

120

100

80

60

40

20

-100

-120

-140

-160
mm

| =———Focusing Distance 200 mm

1| =——Focusing Distance 220 mm

et

B

— T T T T T T T T T

4 5 6 7

Reading Distance

| L S L S L S )

80 100 120 140 160 180 200 220 240 260 280
3

8 9 10 11

Hardware Settings

Code Symbology

Code 128

Code Resolution

0.38 mm (15 mils)

Tilt Angle 0°
Skew Angle 15°
Focusing Distance (mm) 200 | 220
Software Parameters

411-xxx RED Wide
Exposure Time (us) 250 250
Gain 6 15

llluminator Lighting Mode

Very High Power Strobed
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Code 128 0.50 mm (20 mils)

~—Focusing Distance 270 mm ]
———Focusing Distance 290 mm
8 200
6 150 A //Q
= 4 100 -
S
=
o)) 2 50
=
o
I
o) 0 0 -
o
<
T 2 50 -
o
N
:IC:J 4 -100
-8 -200 1
'250 T T T T T T T T
mm 150 200 250 300 350 400
in 6 8 10 12 14 16
Reading Distance
CONDITIONS:
Hardware Settings
Code Symbology Code 128
Code Resolution 0.50 mm (20 mils)
Tilt Angle 0°
Skew Angle 15°
Focusing Distance (mm) 270 | 290
Software Parameters
411-xxx RED Wide
Exposure Time (Js) 330 330
Gain 23 25

llluminator Lighting Mode

Very High Power Strobed
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6.3.2 2D (Bi-dimensional) Codes

Data Matrix 0.19 mm (7.5 mils)

2 50 - s s Horizontal
Focusing Distance 60 mm Reading Width
Reading Distance
15 401
=L “““ G e “““ Max FOVy
l 9
= H i ! . 1 . R
= : : | & o | ~ +0.6 15
5 20 oot D s i S R ~ = T
= 4
=2 10 - 7 06 -15
= 7
© é in mm
o o Y e s L L 5 4
@
©
1= e I e B I B e
_8 - : ! ; Due to the “fisheye" effect of the wide angle
S O N S| 1 - 6 mm lens, the reading area for higher
I ’ : 1 resolution codes is limited to the central zone
* 5 | 3 of the Vertical Field of View.
-30 1 SES51 RESES] RESSSI T RAK | REEEE Eas e
| | | For these applications, window cropping is
15 o 4t L NG recommended above and below the central
zone of the Vertical FOV, limiting image
acquisition to the effective reading area and
2 =5 e R o therefore increasing frame rate and reducing
mm overall image processing time. See par. 7.5.8.
n 15 2 25 3 + 15 mm = 550 pixels
Reading Distance Region of Interest Top = 236
Region of Interest Bottom = 786
CONDITIONS:

Hardware Settings

Code Symbology

Data Matrix ECC 200

Code Resolution

0.19 mm (7.5 mils)

Tilt Angle 45°
Skew Angle 0°
Focusing Distance (mm) 60
Software Parameters
481-xxx MLT-DPM

LED Chain Type Peripheral
Exposure Time (Js) 380
Gain 23

llluminator Lighting Mode

Very High Power Strobed
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Data Matrix 0.25 mm (10 mils)

| = Focusing Distance 85 mm Hori tal
2 i Reacc)i::wzg;) nW?dth Max FOV,, o
25 f ; Reading Distance
60 -r-—f—
2 50 -
15 40 : ------------------ Max FOV,,
= D """" ~ 408 +20
= 1 . . '
= 20 - 5
CES) ° 10:~ —|= rrrrrrrr ‘Z e
S il | : % in  mm
8 O O heompeseflcred cecdimeduecafiscatecalcantcaad g 5
@ d
§ ED 7| Jox R RS LSRN SIS S KA AR S
g -5 ]
N c2 0 I Due to the "fisheye" effect of the wide angle
c ¢ 5 6 mm lens, the reading area for higher
L I resolution codes is limited to the central zone
15 404 of the Vertical Field of View.
2 -50 - ! For these applications, window cropping is
] ; recommended above and below the central
25 0] zone of the Vertical FOV, limiting image
| ' | | acquisition to the effective reading area and
i 96 86 ‘o0 'ibG Aib therefore increasing frame rate and reducing
mm overall image processing time. See par. 7.5.8.
" 25 : 854 + 20 mm = 512 pixels
Reading Distance Region of Interest Top = 255
Region of Interest Bottom = 767
CONDITIONS:
Hardware Settings
Code Symbology Data Matrix ECC 200
Code Resolution 0.25 mm (10 mils)
Tilt Angle 45°
Skew Angle 10°
Focusing Distance (mm) 85
Software Parameters
411-xxx RED Wide
Exposure Time (Js) 170
Gain 4

llluminator Lighting Mode

Very High Power Strobed

481-xxxX MLT-DPM

Exposure Time (ps)

170

Gain

6

llluminator Lighting Mode

Very High Power Strobed
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Data Matrix 0.38 mm (15 mils)

80

Focusing Distance 30 mm |

3 4
70
60
2 50 +
40
= 4
=
o 30
S
20
()] 4
.E 10 —
i _
@®
O] 0 0
@ 4
T -10
+— B
c
o -20
N 1
— -
o -30
T 4
-40
2 -50
60
-70 4
-3 B
-80
50
mm
in 2

CONDITIONS:

60 70 80 90 100 110 120 130 140

3 4 5 6

Reading Distance

Hardware Settings

Code Symbology

Data Matrix ECC 200

Code Resolution

0.38 mm (15 mils)

Tilt Angle 45°
Skew Angle 10°
Focusing Distance (mm) 90
Software Parameters

411-xxx RED Wide
Exposure Time (us) 80
Gain 8

llluminator Lighting Mode

Very High Power Strobed

481-xxx MLT-DPM

Exposure Time (Js)

80

Gain

12

llluminator Lighting Mode

Very High Power Strobed
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6.4 MATRIX 300 4X2 (9 MM MODELYS)

6.4.1

1D (Linear) Codes

Code 128 0.25 mm (10 mils)

6 1s0
— - - Global Reading Area
—— Reading Distance =190 mm =
7 . Read. Dist. = 300 mm, A '
4 100 ——— Read. Dist. = 300 mm, B
g 2 50 .
= ] e
(@)] -
c e
o 2
5 0 I
x ° | .
= Z5
(@] .
N -
= 2 -50 =
o
I \\<\
-4 100 - \/
] |
~.
_6-150""I"'I""I""I""I' o R PR T
mm 0 50 100 150 200 250 300 350 400
in 0 2 4 6 8 10 12 14
Reading Distance
CONDITIONS:
Hardware Settings
Code Symbology Code 128
Code Resolution 0.25 mm (10 mils)
Tilt Angle 45°
Skew Angle 15°
Software Parameters
Reading Distance (mm) 190 300 300
412-xxx RED Wide A B
Exposure Time (us) 130 230 500
Gain 25 25 25

llluminator Lighting Mode

Very High Power Strobed
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Code 128 0.30 mm (12 mils)

200
i — - - Global Reading Area
T e Reading Distance = 190 mm
6 450 A e Read. Dist. = 360 mm, A L
1| —— Read. Dist. = 360 mm, B =11
4 100 1 ‘
B e — /</
= i i 3
= 2 50 - | > /
S ] L
o 7] et
8 o B
@ 0 ] k
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c T ST
o 3 i
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6 150 -
-200 T T T T T T T T T T T T T | R TR S (R S ERE S R | T
mm 0 50 100 150 200 250 300 350 400 450
in 2 4 6 8 10 12 14 16
Reading Distance
CONDITIONS:
Hardware Settings
Code Symbology Code 128
Code Resolution 0.30 mm (12 mils)
Tilt Angle 45°
Skew Angle 15°
Software Parameters
Reading Distance (mm) 190 360 360
412-xxx RED Wide A B
Exposure Time (us) 150 230 500
Gain 20 25 25

llluminator Lighting Mode

Very High Power Strobed
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Code 128 0.33 mm (13 mils)

8 200
] — - - Global Reading Area
] Reading Distance = 185 mm
6 150 ] Read. Dist. =395 mm, A
. Read. Dist. = 395 mm, B
4 100 1 1
E : | '
s ! / :
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mm © 50 100 150 200 250 300 400 450 500
in 0 2 4 6 8 10 12 16 18
Reading Distance
CONDITIONS:
Hardware Settings
Code Symbology Code 128
Code Resolution 0.33 mm (13 mils)
Tilt Angle 45°
Skew Angle 15°
Software Parameters
Reading Distance (mm) 185 395 395
412-xxx RED Wide A B
Exposure Time (us) 150 300 3300
Gain 25 25 15
llluminator Lighting Mode Very High Power Strobed High Power Strobed
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Code 128 0.38 mm (15 mils)

10 250 -
1 — - - Global Reading Area
8 200 ] = Reading Distance = 180 mm
] we Read. Dist. = 452 mm, A d
i = Read. Dist. = 452 mm, B :
6 150 -
4 100 ] /
< 2 50 |
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= TIGET
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mm 0 50 100 150 200 250 300 350 400 450 500 550
in 0 2 4 6 8 10 12 14 16 18 20
Reading Distance
CONDITIONS:
Hardware Settings
Code Symbology Code 128
Code Resolution 0.38 mm (15 mils)
Tilt Angle 45°
Skew Angle 15°
Software Parameters
Reading Distance (mm) 180 452 452
412-xxx RED Wide A B
Exposure Time (ps) 140 320 3300
Gain 25 25 15
llluminator Lighting Mode Very High Power Strobed High Power Strobed
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6.4.2 2D (Bi-dimensional) Codes

Data Matrix 0.13 mm (5 mils)

55 ; ;
) ] ‘
o — . - Global Reading Area
= Reading Distance =75 mm
15 - —— Reading Distance = 83 mm (‘
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1 P el
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mm 0 10 20 30 40 50 60 70 80 S0 100 110
in 0 0.5 1 1.5 2 2.5 3 3.5 4
Reading Distance
CONDITIONS:
Hardware Settings
Code Symbology Data Matrix ECC 200
Code Resolution 0.13 mm (5 mils)
Tilt Angle 45°
Skew Angle 20°
Software Parameters
Reading Distance (mm) 75 83 92
412-xxx RED Wide
Exposure Time (us) 60 80 100
Gain 15 12 10
llluminator Lighting Mode Very High Power Strobed
472-xxx LT-DPM
Exposure Time (ps) 175 235 290
Gain 15 12 10
llluminator Lighting Mode Very High Power Strobed
482-xxx MLT-DPM
Exposure Time (ps) 90 120 150
Gain 15 12 10
llluminator Lighting Mode Very High Power Strobed
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Data Matrix 0.19 mm (7.5 mils)
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Reading Distance
CONDITIONS:
Hardware Settings
Code Symbology Data Matrix ECC 200
Code Resolution 0.19 mm (7.5 mils)
Tilt Angle 45°
Skew Angle 15°
Software Parameters
Reading Distance (mm) 85 110 145
412-xxx RED Wide
Exposure Time (us) 85 110 150
Gain 12 12 12
llluminator Lighting Mode Very High Power Strobed
472-xxx LT-DPM
Exposure Time (us) 247 310 435
Gain 12 12 12
llluminator Lighting Mode Very High Power Strobed
482-xxx MLT-DPM
Exposure Time (us) 128 165 225
Gain 12 12 12
llluminator Lighting Mode Very High Power Strobed
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Data Matrix 0.25 mm (10 mils)
4 100
1[ —-- Global Reading Area
80 | | = Reading Distance =100 mm 3
-
3 1| == Reading Distance =135 mm G |
60 1L — Reading Distance =195 mm |
i ] /
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§ 1 h /
= 1 ] L =
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-4'100 [ TR D B R FISN PR R T o R T P R L T B T £ S ) B S P T P P B T v B L N R S T | T
mm 0 20 40 60 80 100 120 140 160 180 200 220
in 0 1 2 3 4 5 6 7 8
Reading Distance
CONDITIONS:
Hardware Settings
Code Symbology Data Matrix ECC 200
Code Resolution 0.25 mm (10 mils)
Tilt Angle 45°
Skew Angle 15°
Software Parameters
Reading Distance (mm) 100 135 195
412-xxx RED Wide
Exposure Time (Us) 100 160 200
Gain 13 13 19
llluminator Lighting Mode Very High Power Strobed
472-xxx LT-DPM
Exposure Time (Js) 290 465 500
Gain 13 13 22
llluminator Lighting Mode Very High Power Strobed
482-xxx MLT-DPM
Exposure Time (us) 150 240 300
Gain 13 13 19
llluminator Lighting Mode Very High Power Strobed
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150
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Data Matrix 0.38 mm (15 mils)
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Hardware Settings

Code Symbology

Data Matrix ECC 200

Code Resolution

0.38 mm (15 mils)

Tilt Angle

45°

Skew Angle

15°

Software Parameters

Reading Distance (mm)

130

195

300

412-xxx RED Wide

Exposure Time (s)

250

250

380

Gain

17

22

llluminator Lighting Mode

Very High Power Strobed
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6.5 MAXIMUM LINE SPEED AND EXPOSURE TIME CALCULATIONS

The Exposure Time (or Shutter) parameter defines the time during which the image will be
exposed to the reader sensor to be acquired. This parameter depends heavily on the
environmental conditions (external lighting system, image contrast etc.).

In general, a longer time corresponds to a lighter image but is susceptible to blurring due to
the code movement; a shorter exposure time corresponds to a darker image.

NOTE: The following considerations must be applied only when the internal
lighting system and 2D codes are used. The Maximum line speed allowed for
linear codes or postal code reading applications heavily depends on the

direction of symbol movement. When the direction of movement is parallel to
the elements of the code, the maximum speed is greater.

Assuming:
e X: Code Resolution (mm)
o Texp: Exposure Time (S)

e LS: Line Speed (mm/s)

The essential condition to avoid blurring effects between two adjacent elements in a dynamic
reading application is:

LS * Texp < X

The maximum (theoretical) line speed LS can be calculated as follows:
X / Texp (max) =LS (max)
Example:

A Matrix 300™ using:

Internal Lighting Mode = Very High Power Strobe
Exposure Time (x1 us) = 100 (100 us)
Code Resolution (X) = 0.254 mm (10 mils)

has a maximum line speed of:

0.254 (mm) / 0.0001 (s) = 2540 mm/s

Likewise, Texp (max) IS the maximum Exposure Time value that can be used without blurring
for the given application line speed and code resolution. Therefore:

X /LS (max) = Texp (max)
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Texp max) @Nd LS (max) are represented in the graph below as the curved line for X (code
resolution). Values above the curve result in blurring. In practice, the application values are
somewhere below the theoretical line, (in the green area), due to environmental and other
conditions.

SW Limit

Limit

[

x

(0]
|_

----------Conveyor Speed- -

-

Texp (min)
SW/HW Limit

Line Speed

B Readable Blurring

For example, the maximum target speed in the application is also affected by these
conditions:

e Code/Background Contrast: maximum speed decreases when decreasing image
contrast (poor quality codes, reflective transparent coverings, different supports and
printing techniques).

e Code Resolution: maximum speed increases when decreasing code resolution, (i.e. 2X).
There is a decrement of overlapping effects between two adjacent elements.

¢ Tilt Angle: maximum speed decreases when increasing Tilt angle (from 0 to 45 degrees).

Texp (min) IS the minimum Exposure Time value obtainable for the specific application. It can
be evaluated in static reading conditions and depends on the Matrix reader hardware
selected for the application (internal lighting system, optical lens, reading distance) and on
any external lighting system. It may also depend on code printing quality, and reader
position.

The Internal Lighting Mode parameter allows setting the operating mode of the internal
lighting system. The possible values are:

¢ Disabled: the built-in LED array is turned off all the time. This option can be useful if using
an external lighting system;

e Always ON: the built-in LED array is turned on all the time at the lowest power level. This
option is useful if the LED-array blinking (Strobed operating mode) disturbs the operator.

e Very High/High-Power Strobed: the built-in LED array is on only during the image
exposure time. Two different lighting levels can be set.

NOTE: To avoid LED array overheating, for Power Strobed settings, the
program automatically limits the range of allowed values for the Exposure
Time parameter. Therefore, after changes to Internal Lighting Mode, recheck
Exposure Time.
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7/ SOFTWARE CONFIGURATION

Software configuration of your Matrix 300™ for static reading or simple code reading
applications can be accomplished by the Rapid Configuration procedure using the
X-PRESS™ HMI (which requires no external configuration program) or by using the
VisiSet™ Setup Wizard for easy setup. These procedures are described in chapter 1.

For other applications use VisiSet™, connecting to the reader through one of the serial ports.

NOTE: For Ethernet applications, connections to VisiSet™ can be made
directly through the Ethernet port of the reader, or QL500 or BM2x0 Host
Interface module. See the "Configuration Through Ethernet" page in the
VisiSet™ Help On-Line, or the "Matrix Family Setup Procedure Using
Programming Barcodes" document on the VisiSet™ mini-DVD (downloaded

ISO file or mini-DVD accessory).

7.1 VISISET™ SYSTEM REQUIREMENTS

To install and run VisiSet™ you should have a Laptop or PC that meets or exceeds the
following:

e Pentium processor

e Windows: 98/2000, NT 4.0, XP, Vista, 7 or 8

e 32 MB Ram

e 5 MB free HD space

e one free RS232 serial port with 115 Kbaud (or USB-Serial adapter)

e one Ethernet TCP/IP port

e Video Adapter (1024 x 768) or better using more than 256 colors

7.2 INSTALLING VISISET™

To install VisiSet™, proceed as follows:

1. Turn on the Laptop or PC that will be used for configuration (connected to the Matrix
300™ communication ports).

2. After Windows finishes booting, launch the VisiSet™ installation from the downloaded
software package or accessory mini-DVD.

3. Follow the instructions in the installation procedure.
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7.3 STARTUP

After completing the mechanical and electrical connections to Matrix 300™, you can begin
software configuration as follows:

1. Power on the Matrix 300™ reader. Wait for the reader startup. The system bootstrap
requires a few seconds to be completed. The reader automatically enters Run Mode.

Run the VisiSet™ program.

Press Connect on the VisiSet™ menu bar. The PC will automatically connect to the
Matrix 300™ reader.

Upon connection, Matrix 300™ exits Run Mode and displays the Main Menu on VisiSet™
with all the commands necessary to monitor your reader's performance. You can select
these commands using the mouse or by pressing the key corresponding to the letter
shown on the button. See Figure 75.

B visiset
Fle Edt Connect Disconnact Device Options Tools Help Menu Bar

MAIN MENU
Device: Matrix 300

M. Setup Wizard Model: 412-010
Communication Port: Ethernet
F. Calibration Yool
Standard Application Program for Matrix Family Rel. 6.60
]. Data Matrix Setup Wizard MACNUM: 00:07:BE:00:99:A2
DHCP disabled.
A. Run Mode IP Address: 172,27.101.151
Subnet Mask: 255.255.0.0
B. Capture Image Gateway: 172.27.2.254
DRS1: 172.27.0.32

C. Decode Last Image
D. View Last Image

E. Download Last Image
H. Upload Bitmap Image

Q. Image Buffer

3. Button Function Menu .
Terminal

Window

Status Bar
Command
Window

Connection: B13P00018 on 172.27.101.151 Reader Status: OFF LINE MODE Log : OFF

Figure 75 - Main Window
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7.3.1 VisiSet™ Options

The Options item from the VisiSet™ menu (see Figure 75) presents a window allowing you

to configure:

— the logging function (Log)

— VisiSet™ window properties (Environment)

VisiSet™ communication channel (Communication)

& visiSet Options @

Save Euit

Log I Environmeant | Communication |

Log opfions
Log File Name

{Yoga Browse

Default Open State Delete old log file
~ OFF 0N * DFF ©ON

Log Print Level
@ Evarything

" Only Codes

< Only Emors

Exit ‘

Figure 76 - Options - Log

& visiSet Options X

Save Exit

log  Envionment | Communication |

Font & Background

Text example

ChangaFort 3 Change Background J

Festore Factory Setings

Save I Exit ‘

Figure 77 - Options - Environment
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[ visiSet Options [Y]

Save Exlt

Log ]Envivonmenl Cnmmunir:siinn|

Communicetion Channe!

‘ & Serial port © UsB  Ethemet
~Autoconnect pons-| [ Staning port configuration for auto search
Pott Baud rete {bps) Stap bits
= W £/ COMT © 2400 o
v { j & COM2 ¢ 4800 (‘2
s “VFCDNTL] ml |88 © 9500
r [comMs ~ e o Parity
38400 i
¢ 57600 $EvEN
@ 115200 " Odd

Exit

Figure 78 - Options — Communication: Serial Port

{5 visiSet Options @

Save Exit

log | Environment Communication|

Communication Channel
" Senalport  USB ¢ Ethernet

Device Ethemet Channel Address

IP Address 172.1611.12
IP Port Numbar 1935 File IP ParthNumber

Stop Device Netwaork Searching l

Device' D [IP Ad&ress >I'M»\C'Nvumber ':”

MATFI H7218.11.12 0007EED04389 =

MATRD. 172161115 1007he003ic9

MATRIX 17216.11.16 0007BED0IEIC

MATRIX 1721611171 1007BED02DIE >
Save Ext J

Figure 79 - Options — Communication: Ethernet
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7.4 ETHERNET CONFIGURATION (STATIC IP ADDRESSING)

If you want to connect to VisiSet™ using Ethernet then follow the procedure below.

In order to find the reader using the VisiSet™ Look For Devices On Network tool, the
reader and VisiSet™ must be on the same network (not through a sub-network or

router).

The Factory Default static IP address parameter settings for all Matrix Family readers are:

e [P Address =172.24.24.1
e Subnet Mask = 255.255.0.0
e Gateway Address = 172.24.255.254

1. Before changing the Ethernet network settings
on the PC running VisiSet™, close any open
applications which use network resources (i.e. - v—

Outlook, or Web browser). ol g

the appropriate IP settings.

Internet Protocol (TCP/IP) Properties

General |

2. On the Configuration PC, from the Control B Dkl e oty
Panel> Network Connections, right-click on the e P 172 24 255 254
LAN connection icon and open the properties s 255.255.0.0
window. B i 172 .24 .255. 254

3. Select the Internet Protocol (TCP/IP) item and
open the properties window.

(&) Use the following DNS server addresses:
Preferred DNS server:

Alternate DNS server:

4. Setthe IP Address fields as shown in the figure

and CIle OK tO save. | Advanced...
5. In VisiSet select the Ethernet Communication

Channel in the Options> Communication

window. Then press the Look For Devices On Network button. The Matrix reader will
appear with its default IP Address in the

list.

Save Exk

6. Input the IP address from the list in the
IP Address field of the Device Ethernet —

Communicaian Channel

| Enviranment Communication |

Channel Address section of the ¢ Serielport  use & Ethemst
VisiSet™  Options> Communication Device Etreinat Channsl Addiess

window (or double-click on the device in Pacdess [

the list). The IP port number is 51235. PPothumber [n  FlePPodumber [0

Then click Save.

Look For Devices On Network I

7. Perform a Connect (to device) from
VisiSet™.

IMAV‘ Nurnber A

save | Eat |
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7.5 CONFIGURATION

Once connected to Matrix 300™ as described in par. 7.3 or 7.4, you can modify the
configuration parameters as follows:

1.

Press the Calibration Tool button from the Main Menu. Matrix 300™ will download its
permanent memory configuration parameters with the default values (if it is the first time)
to VisiSet™. The Calibration Tool window will be displayed together with the Parameter
Setup window working in Interactive Mode (see par. 7.5.1 and par. 7.5.3).

Edit the Matrix 300™ configuration parameters according to your application
requirements.

Use the Calibration Tool to fine tune the reading performance. See par. 7.5.3.

Close the Calibration Tool window and disable the Interactive Mode by pressing the
interactive button.

Save the new configuration to the reader permanent memory by pressing the Send
button.

NOTE: Especially for lengthy configurations in Interactive Mode, it is always
good practice to periodically send the configuration to Permanent Memory to

6.
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avoid losing the configuration in Temporary Memory.

Close the Parameter Setup window and press Disconnect on the VisiSet™ menu bar
(see Figure 75) or launch Run Mode from the VisiSet™ Main menu.

Disconnect exits closing communication between Matrix 300™ and VisiSet™, and
causes Matrix 300™ to enter Run Mode. The disconnected reader serial port is now
available.

Run command does not close communication between Matrix 300™ and VisiSet™,
and causes Matrix 300™ to enter Run Mode. In this case the reader output messages
are displayed on the VisiSet™ terminal and the statistics are displayed in the
Statistics window (Statistics enabled).
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7.5.1 Edit Reader Parameters

The Parameter Setup window displays the configuration parameters grouped in a series of
folders. Each parameter can be modified by selecting a different item from the prescribed list
in the box, or by typing new values directly into the parameter box.

By right clicking the mouse when positioned over the name of a specific Parameter or Group,
a pop-up menu appears allowing you to directly manage that particular parameter or group.

You can View the Selected Value for each parameter.
You can Restore the Default Value of each parameter or of all the parameters of a group.

Get Properties gives information about the parameter in the form of a pop-up hint that
describes the default value and the range/list of valid values.

The Short Help gives information about the parameter in the form of a pop-up hint.

(H parameter Setup

File Device Mode

Get | Send | SendDefaults | Permanent || [[interactive
2D Codes ] 1D Codes ] Postal Codes [ Image Processing I Miscellaneous ]
Reading System Layout ] Ethemet ] Fieldbus I Display I Diagnostics I
Operating Modes ] Calit— S — LEDs And Keypad ]
Data Collection Match Parameter Group ] Communication ]

CODE COLLECTION 7
Mumber Of Codes / 1
Cade Collection Filters / Disabled
DATA FORMAT 7
Code Field Justification Disabled
Code Fiell Cutting Disabled

r. e
Parameter | View Selected Yalue
: ,

Statistics Field Separator String

Restore Default Yalue

Statistics Field Format

Get Properties

Symbology |dentifiers

Short Help

STATISTICS

Status

Disabled

Single group/parameter
management
(right click)

Figure 80 - Editing Parameters
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Parameters to verify/modify:

O Operating Mode Sets the parameters which customize the reader operating mode
starting from three main modes:

One Shot: acquires a single image based on the selected value
for the Acquisition Trigger and Acquisition Trigger Delay.

Continuous: continuously acquires images with a rate up to the
maximum allowable frame rate per second for the given sensor
depending on the decoding time and the Region of Interest
settings.

Phase Mode: acquires images during the reading phase
depending on the selected value for the Acquisition Trigger and
Acquisition Trigger Delay. The Reading Phase-ON and Reading
Phase-OFF events mark respectively the beginning and end of
the reading phase.

U Calibration Calibrates the acquisition parameters to maximize the reading
performance (see par. 7.5.3).

O Communication Configures the parameters relative to each serial port regarding
the transmission, message formatting and string receiving.

Any change to the VisiSet™ communication port parameters
(baud rate, data bits, etc.) is effective as soon as the reader is
disconnected from VisiSet™.

U Reading System Layout Allows configuring the device according to the desired layout:
Standalone or ID-NET™

O WebSentinel Enables the Ethernet WebSentinel Agent for communication with
the Datalogic WebSentinel™ plant array monitor.

O Ethernet Sets the parameters related to the on board Ethernet interface
and to its communication channels. Supports application
protocols: TCP/IP, EtherNet/IP, Profinet IO and Modbus TCP

0 CBX Gateway Sets the parameters related to the External Host Interface
Module through the CBX500 and to its communication channels.

O Image Processing Sets the image processing parameters shared by all available
symbologies.

Q 1D & 2D, Postal Codes Sets the characteristics of the code symbologies to be read.

U Data Collection Defines the code-collection parameters and the output message
format.

U Digital I/O Configures the reader input/output parameters.

U Match Code Allows setting a user-defined code and relative parameters to
which the read code will be compared (matched).

U Miscellaneous Sets the reader name and the saved image format.

U Symbol Verification Sets the parameters relative to the various specifications in the
Standards which regulate code validation.

U LEDs And Keypad Sets the X-PRESS™ LED and Keypad parameters related to their

selected Functions: Beeper, Green Spot, Setup, Positioning, etc.

U Display Sets the Display language and Layout of the BM150 Display
when using the CBX500 connection box.

O Diagnostics Enables various diagnostic messages, formatting and actions.
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When all the configuration parameters are set correctly, save them to the Matrix 300™
reader by pressing the Send button. See Figure 80.

For successive configuration of other readers or for backup/archive copies, it is possible to
save the configuration onto your PC by selecting the Save Configuration File option from
the File menu.

From the File menu, you can also Save Configuration As Text File for a human readable
version.

Load Configuration File (available in the File menu) allows you to configure a reader from a
previously saved configuration file (.ini).

7.5.2 Send Configuration Options

The device parameters are divided into two main classes, Configuration and Environmental
which are affected differently by the Send Configuration and Send Default Configuration
commands.

Configuration Parameters regard parameters that are specific to the device. These
parameters are influenced by the Send Configuration and Send Default Configuration
commands, that is, they are overwritten by these commands. The same parameters are
modified by the following "Send Configuration with Options" and "Send Default Configuration
with Options" dialogs from the Device Menu:

B Parameter Setup

File BREEES Mode
. Get Configuration =
( nt I Interactive I
~—— Send Configuration » :
2D sSend Configuration With Options » ing | Miscellaneous |
Re pl Di ti
De Send Default Configuration » bE]l}' ||: tag'nost.lcs {
| Send Default Configuration With Options » bl
Op - | LEDs And Keypad ]
OPE|  Select Next Parameter Ctrl+F1
T Select Previous Parameter Ctrl+F2
Feading Phase ON Ext. Trig. Leading Edge
Acquisition Trigger Continuous
Reading Phase DOFF Ext. Trig. Trailing Edae
Image Acquisition Buffer Size 2
ACQUISITION TRIGGER DELAY 1
Status Disabled
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Environmental Parameters regard the device Identity and Position in a Network (ID-NET™,
Ethernet, Fieldbus) and are not influenced by the "Send Default Configuration" and "Send
Configuration" commands. This allows individual devices to be configured differently without
affecting their recognized position in the network.

The following is a list of the Environmental Parameters:

READING SYSTEM LAYOUT
- Device Network Setting
- Number of Slaves

DEVICE NETWORK SETTINGS

- Topology Role

- ID-NET Slave Address

- Network Baud Rate

- Acquisition Trigger String  (available only in Multidata configuration)
- Reading Phase ON String  (available only in Multidata configuration)
- Reading Phase OFF String (available only in Multidata configuration)

- Header String (available only in Slave Multidata configuration)
- Terminator String (available only in Slave Multidata configuration)
- Link Failure String (available only in Master Synchronized configuration)

- Link Failure Timeout (ms)  (available only in Master Synchronized configuration)

EXPECTED SLAVE DEVICES
- Status

- Device Description

- Device Network Name

MAIN PORT
- Communication Protocol

ETHERNET SYSTEM (on board)
- Status

- DHCP Client

- IP Address

- Subnet Mask

- Gateway Address

- DNS1 Address
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HOST INTERFACE
- Host Interface Type

CBX ETHERNET SYSTEM (CBX with Host Interface Modules)

- Status

- DHCP Client

- IP Address

- Subnet Mask

- Gateway Address

PROFIBUS
- Node Address

DEVICENET
- Node Address

ETHERNET-IP

- IP Addressing Mode
- IP Address

- Subnet Mask

- Gateway Address

PROFINET IO

- IP Addressing Mode
- IP Address

- Subnet Mask

- Gateway Address

CANOPEN
- Node Address

CC-LINK
- Node Address

MODBUS TCP

- IP Addressing Mode
- IP Address

- Subnet Mask

- Gateway Address

MISCELLANEOUS
- Reader Name

- User Name

- Line Name
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For device replacement it is necessary to send the previously saved configuration (both
Configuration and Environmental parameters) to the new device. To do this select "Send

Configuration with Options" from the Device Menu and check the Environmental Parameters
checkbox:

(4 send Options

Do you wantto send current configuration to device ?

~-Parameter Selection-
v Configurstion Parameters

v Environment Parameters:

o Yes I X Mo

In order to return a device to its absolute default parameters including Environmental
parameters, the following Send Default Configuration with Options" dialog must be used:

() Send Defaults Options

Do you want to restore default configuration to device ?

~-Parameter Selection-

v Environment Parameters

e | X to
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7.5.3 Calibration

VisiSet™ provides a Calibration Tool to maximize the reading performance by tuning the
acquisition parameters and the time of the delayed triggers.

By selecting the Calibration Tool from the VisiSet™ Main Menu (F), the following window
appears together with the Parameter Setup window:

@ Calibration Tool
Top,Left

Stop Image Acquisition
(" Disabled

(e After Any Capture
" OnMNoDecode

" OnDecode

[~Screen Mode

¢ Decoded Image
" Code Position Only
" Camera Mode

A Trigaer ]
8510
Yiew Image |
Download Image I
Bottomn, Right
Image &cquisition Information
Acquisition Setting: 1 Self Tuning: Disabled
Exposure Time [x10us): 35
Gain: 403
~Decoding Results
; . : oY
Symbology: Data Matrix ECC 200 Selected Code: 1 =
Code Data: Datalogic 2D Code Reader
Code Center: [X.Y])=[811,613)
Code Orientation: a0 Quality Index:
Image Lighting Quality-
Exposure Index: | J Lighting Index:

Underexposed 0K Overexposed

Statistical information on the last 10 samples THRIRR

Figure 81 - Calibration OK

This tool provides a "real-time" image display while Matrix 300™ is reading. It also gives
immediate results on the performance of the installed Matrix 300™ reader.

If Self Tuning is enabled, the Calibration Tool window indicates the region where the
calibration algorithm is performed: it is within the central box delimited by four red dots.

dots delimiting the calibration algorithm area may be located outside the

@ NOTE: If using Region Of Interest windowing, some or all of the four red
VisiSet™ display area (not visible).
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The Parameter Setup window works in Interactive Mode in order to cause each parameter
setting to be immediately effective.

O

The following examples show some of the typical conditions occurring during the installation:

NOTE: If you want to save the temporary configuration to permanent
memory, you must first close the Calibration Tool window. Then, you must
disable the Interactive Mode and select the Permanent Memory option from
the Send Configuration item in the Device menu.

Under-exposure:

To correct this result it is recommended to change the following parameters in their order of
appearance:

1. increase the Exposure Time
2. increase the Gain

G

NOTE: In general, a longer exposure time corresponds to a lighter image but
is susceptible to blurring due to code movement. Exposure time is also
limited by the Internal Lighting mode parameter. Longer exposure times
can be set if the power strobe level is lowered.

High gain settings may produce a grainy image that may affect the decoding
process.

5 —
£ calibration Tool m Parameter Setup Q[;@
Top.Lef! S1on Image Acquisition File = Mode
= Disabled T 0
(" Ater Ay Capbue Get I Send I Send Defaulfs l manent I Interactive |
¢ OnNoDecode
£ On Decode 2D Codes I 1D Codes ] Postal Codes ] Image Processing | Miscellaneous l
Serzen Mode Data Collection I Match Code ] Symbol Verification I Communication ]
@ DeccdedImage Reading System Layout ] Ethernet ] Fieldbus | Display ] Diagnostics |
(" Code Postion Oy Operating Modes Calibration ] Digital /0 |  LEDséndKeypad |
(" Camera Medz IMAGE ACQUISITION SETTING 1
z } Status Enabled
Self Tuning Disabled
Intemal Lighting Mode Very High-Power Strobed
Botrom.Righy —J Exposure Time (x10us) 10
Image Acauisiton Infomation 3
Acqustion Selting: 1 Self Tuning: Disabled Gafn - 400
Expasure Time (31 0us): 10 Gain Increasing %1
Gain: 400 Image Polarity Inversion Disabled
Decoding Resulls Region Of Interest: Top 10
Symbobay: Deta Metrin ECC 200 Selectzd Code: = Region Of Interest. Bottom 1209
Cade Data: Datalogic 20 Ceds Aeader Fregion OF | T 10
Cads Certer (%.Y =799, 5¢0) aghnOnterest-elt
Cace Orentation i] Qualty Indew: Redgion Of Interest: Right 1609
st Dighlrsy Lltsie? Image Filter Disabled
Erpozure Incex: ) Lightirg Index E%
Underzkpossd oK Overexposed
Statstical vormaticn or the las! 10 samples TRAX
Dacets | Close

Figure 82 - Example Under Exposure: Too Dark
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Over-exposure:

To correct this result it is recommended to change the following parameters in their order of
appearance:

1. decrease the Gain
2. decrease the Exposure Time

HE calibration Tool Ee Parameter Setup
Top.Lefl S1on Image Acquisiticey File Cevice Mode
+ Disabled F
" Aker fp Capbae Get | |
" OnNoDecode
(" On Decode 2D Codes ] 1D Codes I Postal Codes ] Image Processing I Miscellaneous I
Scrzen Mode Data Collection I Match Code ] Symbol Verification I Communication I
t & DeccdedImage Reading System Layout I Ethernet ] Fieldbus ] Display ] Diagnostics |
g  Coce Postian Oniy Operating Modes Calibration ] Digital 110 ] LEDs &nd Keypad I
| " CameraMcdz | | | IMAGE ACQUISITION SETTING 1
A' ] Status Enabled
i Self Tuning Disabled
Internal Lighting Mode Very High-Power Strobed
Botrom.Rigky —J Exposure Time (x10us) 50
Image Acquisiton Infoimtion Gan 750
Acaustion Selting: 1 Sell Tuning: Disabled - -
Exposure Time (x1 O0usl: 50 Gain Increasing ¥l
Gain: 750 Image Polarity Inversion Disabled
Decoding Resulls Region Of Interest: Top 10
Syrmbokogy: Deata Matrw ECC 200 Select=d Code: [ﬁ ﬂ Region OF Interest: Bottom 1209
Coce [ata: Datalogic 20 Ceds Readsr Fregion OF | Lt 10
Cacs Certer [%.Y)=|789,5673) egn Ofinterest - of
Cace Orenlation i} Qualky Irdsy: B Redgion Of Interest: Right 1609
mage Dightrsg Lttt Image Filter Disabled
Exposure Indes: J Lightirg Index Ea
Underzkpossd oK Overexposed
Statstical réormaticn o the las! 10 samples TAMRK
Dot Close

Figure 83 - Example Over Exposure: Too Light
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Moving code out of the Field of View:

To correct this result and have the code completely visible in F.O.V., it is possible to follow
one or both the procedures listed below:

e reposition the reader
e use the Acquisition Trigger Delay by tuning the Delay Time (x100us)

{5 calibration Tool Ha P aietoreta E]‘E 1@
Top.Lef Ston Image acquisiton File Mode
" Disabled
1 (" Ak iy Captue Set | 2nd I i Defaults ] Permarien | i Interactive :
(" OnNoDecode
(" On Decode 2D Codes ] 1D Codes I Postal Codes ] Image Processing ] Miscellaneous ]
Sereen Mode Data Collection ] Match Code ] Symbol Verification ] Communication I
; (¢ DeccdedImage Reading System Layout |  Ethemet ] Fieldbus ] Display I Diagnostics |
i MG AT ﬁ  Coce Postion Oniy Operating Modes Calibration ] Digtal 10 |  LEDsAndKeypad |
€ Comeraods IMAGE ACQUISITION SETTING 1
l Status Enabled
Self Tuning Disabled
Interal Lighting Mode Very High-Power Strobed
Botom. Rigky ; Ex=posure Time (x10us) 30
Imane Acaisiton Infomation =
4
Accasslion Seling i el Tuing: Disabled ot i
Erposure Time (51 0us): a0 Gain Increasing %1
Gain: 150 Image Polarity Inversion Disabled
Decoding Results Region Of Interest: Top 10
Symbokogy: Deta Mairw ECC 200 Select=d Code: ﬁli ﬂ Region Of Interest: Bottom 1209
Cade Cata: Detalogic 2D Ceds Aeader Feaion OF1 T 10
CidaCenter (%Y )=| 1458, £79) gbn O nterestiloit
Cace Onentztion 9 Qualty Indew 0% Region Of Interest: Right 1603
mage Lighting ity Image Filter Disabled
Exposure Index: ]_ Lightirg Index | PR3
Urderzxposad oK Ovaiexposed
Statstical rormaticn on the las! 10 zamples TRAX
Docodo %: 20% B Closo

Figure 84 - Example out of FOV

7.5.4 Multi Image Acquisition Settings

When controlled variable conditions occur in the application, Multiple Image Acquisition
Settings (up to 10), can be defined to create a database of parameter groups that handle
each specific application condition. This database of pre-defined settings functions cyclically
and therefore automatically improves system flexibility and readiness.

For example, an application may have two stable but different lighting conditions which
require different lighting options. One Image Acquisition Setting could enable and use the
internal illuminator and a second setting could enable and use an external lighting system.
These two groups will be used cyclically on each acquisition in order to automatically capture
the correctly lighted image.

One of the most useful cases for Multiple Image Acquisition Settings is to extend the reader's
depth of field (DOF). Some applications may require reading at more than one discrete
reading distance or an extended range of reading distances. See the methods described in
par. 7.5.5 and 7.5.6.

Image Acquisition Settings are found in the VisiSet™ Calibration parameter setup menu.
By selecting a different number and enabling its Status you can define the parameters for a
new group.
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7.5.5 Extending DOF Using Standard Acquisition Group (Cycle All In
Same Phase)

Multiple Image Acquisition Settings assigned to the same Acquisition Group (Standard), can
be configured and enabled to extend the reader's depth of field. During each reading phase,
decoding will be attempted by applying each enabled Image Acquisition Setting (cyclically).

Example:

Read a 15 mil Data Matrix ECC 200 code covering a range from 140 to 320 mm (see 15 mil
reading diagram). The reading distance range is too long to be covered by a single
acquisition setting, so two acquisition settings could be used in which the first has a Reading
Distance of 195 mm and the second has a Reading Distance of 300 mm. When both are
enabled, the reader cycles through the two settings effectively producing the extended DOF.

NOTE: Cycling through Image Acquisition Settings that require changing the
Reading Distance parameter (for liquid lens models), drastically reduces the
frame rate due to the liquid lens refocusing delay as well as by the number of
settings simultaneously enabled. Therefore this may not be the best solution
for high speed applications. For high speed applications it is best to use the

Alternative Acquisition Groups (Input Select) feature described in par. 7.5.6.
Otherwise use multiple readers set to different reading distances.

Since many factors and parameters contribute to maximizing the reading process, it is
suggested to use the VisiSet™ Standard Setup Wizard to set the different acquisitions
settings.

NOTE: By default the Alternative Acquisition Group Select parameter is
disabled.

Multi Image Acquisition Settings Procedure using Standard Setup Wizard:

1. Using the Standard Setup Wizard set the first acquisition setting (default) for the 195 mm
Reading Distance. Save the setting to Permanent Memory.
2. Through the Calibration Tool (Interactive Mode):
a. Set Calibration>Image Acquisition Setting 1 - Status to Disabled
b. Set Calibration>Image Acquisition Setting 2 - Status to Enabled
c. Set LEDs And Keypad>Autolearning Setup>Image Acquisition Setting to 2
d. Close the Calibration Tool
3. Using the Standard Setup Wizard set the second acquisition setting for the 300 mm
Reading Distance. Save the setting to Permanent Memory.
4. Through the Calibration Tool (Interactive Mode):
a. Set Calibration>Image Acquisition Setting 1 and 2 - Status to Enabled
b. Verify that the reader decodes at both distances then Close the Calibration Tool

c. Send Configuration to Permanent Memory
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7.5.6 Extending DOF Using Alternative Acquisition Group (Input Select)

NOTE: Do not use Interactive mode in VisiSet™ to set this feature.

Multiple Image Acquisition Settings assigned to different Acquisition Groups (Standard and
Alternative) can be configured and enabled to extend the reader's depth of field. The specific
Acquisition Group (Standard or Alternative) is selected prior to the reading phase so that only
the correct group setting will be applied to the entire reading phase.

When only two Image Acquisition Settings are used to extend DOF, (one in each group), this
effectively allows switching DOF while keeping the lens refocusing delay outside the reading
phase.

This feature is recommended for high speed applications.

NOTE: Within each group, if more than one Image Acquisition Setting is
enabled they will be cycled as in the case where Alternative Group Select is

disabled.

Example:

Read a 15 mil Data Matrix ECC 200 code covering a range from 140 to 320 mm (see 15 mil
reading diagram) at an application speed of 1 m/s. The reading distance range is too long to
be covered by a single acquisition setting, so two acquisition settings could be used in which
the first has a Reading Distance of 195 mm and is assigned to the Alternative Acquisition
Group, and the second has a Reading Distance of 300 mm and is assigned to the Standard
Acquisition Group.

By assigning the Alternative Group Select parameter to a proximity sensor (i.e. S3Z)
mounted at least 150 ms before the Acquisition Trigger and connected to an input (i.e.
Input 2), the correct DOF can be selected by enabling the correct group.

As an example, for a conveyor speed of 1 meter/second the Alternative Group Select
trigger must be placed at least 150 mm before the reading phase start (Ext. Trigger).

The proximity sensor must be calibrated to trigger on packs in the near zone (140-215 mm)
and therefore selects the Alternative Group with the Image Acquistion setting relative to the
195 mm Reading Distance. Packs farther away do not trigger the proximity sensor and so the
Standard Group is selected with the Image Acquistion setting relative to the 300 mm
Reading Distance.

The settings overlap in the range 210-220 mm and can be read by either one.

In this way the effective reading DOF covers the 140 -320 mm distance.
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4 Ext. Trigger P

Proximity Sensor
on Input 2

Figure 85 - Example Extending DOF Using Alternative Acquisition Group

Since many factors and parameters contribute to maximizing the reading process, it is
suggested to use the VisiSet™ Standard Setup Wizard to set the different acquisitions
settings.

Multi Image Acquisition Settings Procedure using Standard Setup Wizard:

1. Using the Standard Setup Wizard set the first acquisition setting (default) for the 195 mm
Reading Distance. Save the setting to Permanent Memory.
2. Through the Calibration Tool (Interactive Mode):
a. Set Calibration>Image Acquisition Setting 1 - Status to Disabled
b. Set Calibration>Image Acquisition Setting 2 - Status to Enabled
c. Set LEDs And Keypad>Autolearning Setup>Image Acquisition Setting to 2
d. Close the Calibration Tool
3. Using the Standard Setup Wizard set the second acquisition setting for the 300 mm
Reading Distance. Save the setting to Permanent Memory.
4. Get the Configuration from the Device Memory (do not use Interactive mode):
a. Set Operating Mode>Alternative Acquisition Group Select to Input 2 Leading Edge
b. Set Calibration>Image Acquisition Setting 1 > Status to Enabled
c. Set Calibration>Image Acquisition Setting 1 > Acquisition Group to Alternative
d. Set Calibration>Image Acquisition Setting 2 > Status to Enabled
e. Set Calibration>Image Acquisition Setting 2 > Acquisition Group to Standard

f. Send Configuration to Permanent Memory

5. Verify that the reader decodes at both distances with the Calibration Tool.
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7.5.7 Run Time Self Tuning (RTST)

Run Time Self-Tuning (RTST) increases Matrix’s flexibility in the presence of uncontrolled
variable conditions (lighting, code contrast, etc.) by automatically adjusting its acquisition
parameters.

Self Tuning Calibration

In the Calibration parameter setup menu, the Self Tuning parameters manage the Image
Acquisition Setting parameters dynamically. Self Tuning provides automatic adjustment in
run time of different acquisition parameters (Exposure Time and/or Gain) for each captured
image based on calculations performed on previous acquisitions. These dynamic settings will
be used instead of the static settings saved in memory.

From fo
Not Readable Readable

For more details see the Matrix 300™ Help On-Line.

Self Tuning Image Processing

In the Image Processing parameter setup menu, the Self Tuning parameters manage the
Image Processing and Symbology related parameters. They perform different processing
attempts on the same captured image according to the selected Self Tuning Mode parameter
value: (Symbologies Only, Processing Modes Only, Decoding Methods Only, Code Contrast
Levels Only, Image Mirroring Only, or General Purpose).

For more details see the Matrix 300™ Help On-Line.
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7.5.8 Region Of Interest Windowing

In order to satisfy very high throughput applications, higher frame rates can be achieved
using the powerful Region Of Interest Windowing parameters in the Calibration parameter
setup menu.

Region Of Interest Windowing allows defining a region or window within the reader FOV.
The Top, Bottom, Left and Right parameters allow to precisely define the image window to
be processed, visualized and saved.

In all Matrix 300™ models the frame rate is dependent on the number of lines (or rows) in the
defined window.

The smaller the window, the lower the frame period and consequently the higher the frame
rate. In general the Image Processing time can be reduced by reducing the window
dimensions.

. : —
& callbration Tool & |5 X)) (H parameter Setup EEX
Tap.Lefl Slon Image Acquisiton File Device  Mode

" Disabled
‘ " Aker fp Capbae

Get | I Send Defaults l Permanent I Interactive I
(" OnNoDecode

{ £ Onbecode DataCollection | MatchCode | SymbolVerification |  Commurnication |

‘ s ! o Sereen Mode Reading System Layout I Ethemet I Fieldbus ] Display I Diagnostics I

& DeccdedImage 2D Codes ] 1D Codes I Postal Codes ] Image Processing ] Miscellaneous |

$' @ Lo Postion Oniy (Operating Modes Calibration I Digital 10 ] LEDs &nd Keypad I
‘ J s € Comerabicds IMAGE ACQUISITION SETTING 1

l Status Enabled

0.20jmm
o o
I” mmmmm : Self Tuning Disabled
| Internal Lighting Mode Very High-Power Strobed
Batrom.Rigkr —] Exposure Time (x10us) 30

Imane Acauisiton Infomation

Acausstion Selting: 1 Sell Tuning: Disabled Ga?n - 450
Exposure Time (<1 0us): 20 Gain Increasing %1
Gain: 450 Image Polarity Inversion Disabled
Decoding Results Region Of Interest: Top 300
: . o :

pUECTE Sl fRkctr G [1 = Region Of Interest: Bottom 900
Cace Data: 020 mm T T 0
Cade Cerver: (XY )=1743,600) I A
Cace Onentation: ] Region Of Interest: Right

S
Image Lightng ity mage Filter
Erposure Indes: [ Lihtrgindex

Urderzkposed oK Ovziexposed

Statstical riormaticn ar the 1as1 10 samples

TRAX
Dot e Cloe

dots delimiting the calibration algorithm area may be located outside the

@ NOTE: If using Region Of Interest windowing, some or all of the four red
VisiSet™ display area (not visible).
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7.5.9 Direct Part Marking Applications

Decoding Method: Direct Marking

For Data Matrix codes the Decoding Method parameter selects the decoding algorithm
according to the printing/marking technique used to create the symbol and on the overall
printing/marking quality. The Direct Marking selection improves the decode rate for low
quality Direct Part Mark codes and in general for Direct Part Mark codes with dot peening

type module shapes.

Washed out and Axial Dot Peening On

1 ; Low Contrast
Distortion
Scratched Surface Problem

Axial o
distortion

ol
W

Background Marked On Curved
Problems Shiny Surface

A

Low contrast,
noisy background

Half moon effects

Shiny surface,
noisy background

All the previous examples are successfully read selecting the Direct Marking Decoding
Method.
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Image Filter

Sets the filter to be applied to the image before being processed. This parameter can be
used to successfully decode particular ink-spread printed codes (ex. Direct part mark codes).

A different filter can be applied to each Image Acquisition Setting.

The Erode Filter enlarges the image dark zones to increase readability.

Before - No Read After - Readable

Erode

The Dilate Filter enlarges the image white zones to increase readability.

Before - No Read After - Readable

Dilate

The Close filter eliminates dark areas (defects) in the white zones of the image.

Before - No Read After - Readable

Close
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The Open filter eliminates white areas (defects) in the dark zones of the image.

Before - No Read After - Readable
Open

The Contrast Stretching filter maximizes image contrast.

et

Before - No Read After - Readable
Contrast Stretching
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The Histogram Equalization filter makes the gray level distribution uniform.

Before - No Read After - Readable

Histogram Equalization

The Smoothing filter deletes small (insignificant) details in the center of the image.

Before - No Read After - Readable
Smoothing

The Sharpening filter improves out of focus images.

Before - No Read After - Readable

Sharpening
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The Deblurring filter improves blurred images.

Before - No Read

After - Readable
Deblurring

The Black Enhancement filter produces a nonlinear increase in the black level for light
images.

Before - No Read

After - Readable
Black Enhancement

The White Enhancement filter produces a nonlinear increase in the white level for dark
images.

fwane
s

-
.
.
-
-

-
T Aen
*AMANe . »

.
A4 e ey

Before - No Read

After - Readable
White Enhancement
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7.6 IMAGE CAPTURE AND DECODING

By using the Capture Image and Decode Last Image functions from the VisiSet™ Main
menu, you can get information about the image decodable codes in terms of Symbology,
encoded Data, Position and Orientation, Decode Time and Code Quality Assessment Metrics.

Flo Edt Cornex Discormec Devie Options fook Hep

MATN MENU

M. Setup Wizard

F, Cakibration Taol

V. Symbol Vorfication
A Run Mode

B. Capture Image

C. Decode Last Image

0. View Last image

E. Download Last knage
H. Upload Bitmap Image
G. Store Natch Code

Q. lmage Buffer

Image captured (1600x1200) ueing Acguisition Setting §1 (Selr
Tuning disabled),
*EERAXRANKANNNRY Tmage Processing started (#1):

Mew Code (H1.1):
Symbology: Data Matrix ECC 200
Mumber of Characters: 24
Code Center Position: (005,604)
PiHel per Element
Module Size: 24.0 2 Pocus Distance
Decoding Time (me): 2
Code Orientation: 0°
Code Bounds: TL[67Y,485] TRI930,485] BL[679,723] BR|[932,723]
Symbol Size: 20x20
Print Growth: 7%
Code Qualily Tndex: 1002
IS0-IEC 15415 (uality Indicators:
Overall Grade : B 4.0/18/660 (4)
Decode T A
Symbol Contrast : R (923)
Axial Non Uniformity i A (5%
Unused Exrror Correction: R (100%)
HModulation : A

Fixed Pattern Damage : A
3. Button Function Menu Grid Hon Uniformity : A (10%)
Data: Datalogic 2D Code Readexr

Image Exposure Quality: 802
Tmage Processing Time (ms): 323

*RARAREAARAAAAASY Tmage Processing completed (#1) .

Connection: COSI00820 an 172.16.11.12 Reader Statust OFF LINE MOCE Log CFF

Figure 86 - Capture and Decoding Functions

7.7 STATISTICS

Statistics on the reading performance can be viewed by enabling the Statistics parameter
and selecting the View Statistics item in the File menu. One of three different windows
appears depending on the operating mode.

Refer to the VisiSet™ Help On Line for more details.

Total Samples

Acquisition Counter: 1000
Complete Read Counter: 1000
Complete Reads (%): 100,00

Last Samples

Acquisition Counter: 20
Complete Read Counter: 20
Complete Reads [%): 10000

Reading Performance

Mean Decoding Time [ms): 22
Max Decading Time [ms]: 22
Frame Rate (Images/s): 14

Last Decoded Code
Spmbology: Data Matrix ECC 200
Code Data; Datalogic 20 Code Reacer

Resct |

Figure 87 - Code Statistics
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8 MAINTENANCE

8.1 CLEANING

Clean the reading window (see Figure A, 1) periodically for continued correct operation of the
reader.

Dust, dirt, etc. on the window may alter the reading performance.
Repeat the operation frequently in particularly dirty environments.

Use soft material and alcohol to clean the window and avoid any abrasive substances.
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9 TROUBLESHOOTING

9.1 GENERAL GUIDELINES

e When wiring the device, pay careful attention to the signal name (acronym) on the
CBX100/500 spring clamp connectors (chp. 4). If you are connecting directly to the Matrix
300™ M16 19-pin connector pay attention to the pin number of the signals (chp. Error!
Reference source not found.).

o If you need information about a certain reader parameter you can refer to the VisiSet™
program help files. Either connect the device and select the parameter you're interested in
by pressing the F1 key, or select Help>Paramters Help from the command menu.

o If you're unable to fix the problem and you’re going to contact your local Datalogic office or
Datalogic Partner or ARC, we suggest providing (if possible): Application Program version,
Parameter Configuration file, Serial Number and Order Number of your reader. You can
get this information while VisiSet™ is connected to the reader: the Application Program
version is shown in the Terminal Window; the Parameter Configuration can be saved to an
.ini file applying the File>Save Configuration File command in the Parameter Setup
window; Serial Number and Order Number can be obtained by applying the respective
command in the Tools menu.

TROUBLESHOOTING GUIDE
Problem Suggestion

Power ON: ¢ Is power connected?

the “POWER” LED is not lit. ¢ If using a power adapter (like PG6000), is it connected
to wall outlet?

 If using rail power, does rail have power?

e If using CBX, does it have power (check switch and
LED)?

e Check if you are referring to the M16 19-pin connector
or to the CBX spring clamp connectors.

¢ Measure Voltage either at pin A and pin L (for 19-pin
connector) or at spring clamp Vdc and GND (for CBX).

One Shot or Phase Mode | Check if you are referring to the 19-pin connector or to

using the Input 1 (External the CBX spring clamp connectors.

Trigger) or Input 2: ¢ Is the sensor connected to the Input 1 or Input 2?

the "TRIGGER” LED is not |« Is power supplied to the photo sensor?

blinking while the External |e For NPN configuration, is power supplied to one of the

Trigger is switching. two 11 or 12 signals (A or B)?

e For PNP configuration, is one of the two I1 or 12 signals
grounded (A or B)?

e Are the photo sensor LEDS (if any) working correctly?

¢ Is the sensor/reflector system aligned (if present)?

e In the Digital 1/O folder check the EXTERNAL
TRIGGER or INPUT 2\Debounce Filter parameter
setting.

e In the Operating Mode folder check the settings for
Reading Phase-ON, Acquisition Trigger and
Reading Phase-OFF parameters.
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TROUBLESHOOTING GUIDE

correctly blinking but no image
is displayed in VisiSet™
Calibration Tool window.

Problem Suggestion
One Shot or Phase Mode |e In the Operating Mode folder check the settings for
using serial trigger source: Reading Phase-ON, Acquisition Trigger and
the "TRIGGER” LED is not Reading Phase-OFF parameters.
blinking. o Are the COM port parameters (Baud Rate, Parity, Data
Bits, Stop Bits, Handshake) correctly assigned?
e In the communication folder, check the settings of
Reading Phase-ON String, Acquisition Trigger
String and Reading Phase-OFF String parameters.
» Is the serial trigger source correctly connected?
Phase Mode: ¢ |s the Phase frequency lower than the maximum frame
the "TRIGGER" LED is rate?

Continuous Mode;:

Verify the correct software configuration settings.

correctly blinking but no result
is transmitted by the reader at
the end of the reading phase
collection.

the "TRIGGER” LED is not

blinking.

Any Operating Mode: ¢ In the Data Collection folder check the settings for the
the "TRIGGER” LED is CODE COLLECTION, DATA FORMAT and

STATISTICS parameter groups.

Image not clear:

verify the Focus procedure

the reader always transmits
the No Read Message

Image focused but not |e verify the Calibrate Image Density prodcedure.
decoded:
Reading: ¢ Run the Rapid Configuration procedure in chapter 1.

Position the reader as described in par. 3.3 and through

the VisiSet™ Calibration Tool:

— Tune the ACQUISITION TRIGGER DELAY, if the
moving code is out of the reader field of view;

— Set the Continuous Operating Mode if no external
trigger source is available;

— Tune the IMAGE ACQUISITION SETTING to
improve the code image quality;

— Check the parameter setting in Decoding,
2D Codes, 1D Codes, and Postal Codes folders;

— View the full resolution code image to check the
printing or marking quality.

Communication:
reader is not transmitting
anything to the host.

Is the serial cable wiring correct?

If using CBX, be sure the RS485/422 termination switch
is OFF.

Are the host serial port settings the same as the reader
serial port settings?

In VisiSet™ Digital I/O folder, "COM" LED can be
configured to indicate MAIN COM port TX or MAIN
COM port RX.
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TROUBLESHOOTING GUIDE

Problem

Suggestion

Communication:

data transferred to the host
are incorrect, corrupted or
incomplete.

e Are the host serial port settings the same as the reader

serial port settings?

In VisiSet™ Communication folder check the settings of
Header and Terminator String parameters.

In VisiSet™ Data Collection folder, check the settings of
DATA FORMAT parameter group.

How do | obtain my reader
Serial Number?

The reader Serial Number consists of 9 characters: one
letter, 2 numbers, another letter followed by 5 numbers.
The reader Serial Number is printed on a label that is
affixed on the bottom case near the reading window.
The Serial Number can also be obtained by selecting
Tools/Get Reader Serial Number from the command
menu in VisiSet™. A dedicated window will appear.

How do | obtain my reader
Order Number?

The reader Order Number consists of 9 numbers.

The reader Order Number can be obtained by selecting
the Tools/Get Reader Order Number from the command
menu in VisiSet™. A dedicated window will appear.
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10 TECHNICAL FEATURES

ELECTRICAL FEATURES
Power 4xx-01x models 4xx-04x models
Supply Voltage 10 to 30 Vdc PoE Device 48 Vdc
Consumption 0.7t0 0.2 A 13 W max.
Communication Interfaces
Main
- RS232 2400 to 115200 bit/s
- RS485/422 full-duplex 2400 to 115200 bit/s
Auxiliary - RS232 2400 to 115200 bit/s
ID-NET™ Up to 1Mbaud
Ethernet 10/100 Mbit/s
(supports application protocols: TCP/IP, EtherNet/IP, Profinet IO, Modbus TCP)
Inputs
Input 1(External Trigger) and Input 2 Opto-coupled and polarity insensitive; see note for POE models
Max. Voltage 30 Vdc
Max. Input Current 10 mA
Outputs *
OQutput 1, 2 and 3 NPN or PNP short circuit protected; see note for POE models
Vout (lload = 0 mA) Max. 30 vdc
Vout (lload = 100 mA) Max. 3 Vdc
lload Max 100 mA
OPTICAL FEATURES
Image Sensor CMOS sensor with Global Shutter
Image Format SXGA (1280x1024) pixels
Frame Rate 60 frames/sec.
Pitch + 35°
Tilt 0° - 360°
LED Safety to EN 62471
Laser Safety (pointers) IEC60825-1 2007
Lens 4x1-0xx models 4x2-0xx models
Focal Length 6 mm 9 mm
Focus Control via adjusting screw via software
Lighting System Internal llluminator
Aiming System Laser Pointers
ENVIRONMENTAL FEATURES
Operating Temperature 01to 50 °C (32 to 122 °F) **
Storage Temperature -20 to 70 °C (-4 to 158 °F)
Max. Humidity 90% non condensing
Vibration Resistance 14 mm @ 2 to 10 Hz; 1.5 mm @ 13 to 55 Hz;
EN 60068-2-6 29 @ 70 to 200 Hz; 2 hours on each axis
Bump Resistance 30g; 6 ms;
EN 60068-2-29 5000 shocks on each axis
Shock Resistance 30g; 11 ms;
EN 60068-2-27 3 shocks on each axis
Protection Class IP65/IP67 ***
EN 60529
PHYSICAL FEATURES Connector position 0° Connector position 90°
Dimensions 95x54x43mm (3.7x2.1x1.7in.) | 75x54x62mm (3.0x2.1x 2.4in.)
Weight about 238 g. (8.4 0z.)
Material Aluminium

* when connected to the CBX connection boxes the electrical features for Output 1 and 2 become the following:
Vce = 30 Vdc max.; Ice = 40 mA continuous max.; 130 mA pulsed max.; Vce satration = 1 VdC max. @ 10 mA;
Pp =90 mW Max. @ 50 °C ambient temp.

** high ambient temperature applications should use metal mounting bracket for heat dissipation

*** when correctly connected to IP67 cables with seals.

134



TECHNICAL FEATURES

SOFTWARE FEATURES

Readable Code Symbologies

1-D and stacked

2-D

POSTAL

e PDF417 Standard and Micro PDF417
Code 128 (GS1-128)
Code 39 (Standard and Full ASCII)
Code 32
MSI
e Standard 2 of 5
e Matrix 2 of 5
e Interleaved 2 of 5
¢ Codabar
e Code 93
e Pharmacode
e EAN-8/13 - UPC-A/E
(including Addon 2 and Addon 5)
e GS1 DataBar Family
e Composite Symbologies

o Data Matrix ECC 200
(Standard, GS1 and Direct Marking)

e QR Code
(Standard and Direct Marking)

e Micro QR Code

¢ MAXICODE
e Aztec Code

Australia Post

Royal Mail 4 State Customer
Kix Code

Japan Post

PLANET

POSTNET

POSTNET (+BB)

Intelligent Mail

Swedish Post

Operating Mode

ONE SHoT, CONTINUOUS, PHASE MODE

Configuration Methods

X-PRESS™ Human Machine Interface

Windows-based SW (VisiSet™) via serial or Ethernet link
Serial Host Mode Programming sequences

Parameter Storage

Permanent memory (Flash)

CODE QUALITY METRICS

Standard

Supported Symbologies

ISO/IEC 16022
ISO/IEC 18004
ISO/IEC 15415
ISO/IEC 15416

AS9132A
AIM DPM

Data Matrix ECC 200
QR Code
Data Matrix ECC 200, QR Code

Code 128, Code 39, Interleaved 2 of 5, Codabar, Code 93, EAN-8/13,

UPC-A/E
Data Matrix ECC 200
Data Matrix ECC 200, QR Code

USER INTERFACE

LED Indicators

Power, Ready, Good; Trigger; Com, Status, (Ethernet Network); Good

Read (Green Spot), No Read (Red Spot)

Keypad Button

Configurable via VisiSet™

Beeper

Configurable via VisiSet™
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A ALTERNATIVE CONNECTIONS

The connector pinouts and notes given in this appendix are for custom cabling applications.

POWER, COM AND I/O CONNECTOR

The Matrix 300™ reader is equipped with an M12 17-pin male connector for connection to
the power supply, serial interfaces and input/output signals. The details of the connector pins
are indicated in the following table:

Figure 88 — M12 17-pin male COM, I/O and Power Connector

Power, COM and I/O Connector Pinout
Pin Name Function
1 Vdc Power supply input voltage +
2 GND Power supply input voltage -
Connector CHASSIS Conne_:ctor case provides electrical connection to the
case chassis
6 1A External Trigger A (polarity insensitive)
5 11B External Trigger B (polarity insensitive)
13 I2A Input 2 A (polarity insensitive)
3 12B Input 2 B (polarity insensitive)
9 01 Output 1 (NPN or PNP short circuit protected
8 02 Output 2 and software programmable)
16 03 Output 3 prog
14 RX Auxiliary RS232 RX
4 TX Auxiliary RS232 TX
7 ID+ ID-NET™ network +
15 ID- ID-NET™ network -
Pin Name RS232 RS485/422 Full-Duplex
17 MAIN X TX+
11 INTERFACE RX *RX+
12 (SW RTS TX-
10 SELECTABLE) CTS *RX-

* Do not leave floating, see par. 4.2.2 for connection details.

In order to meet EMC requirements:

e connect the reader chassis to the plant earth ground by means of a flat copper braid
shorter than 100 mm;

e connect your cable shield to the locking ring nut of the connector.
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ON-BOARD ETHERNET CONNECTOR

A Standard M12 D-Coded female connector is provided for the on-board Ethernet
connection. This interface is IEEE 802.3 10 BaseT and IEEE 802.3u 100 BaseTx compliant.

2

Figure 89 - M12 D-Coded Female Ethernet Network Connector

On-Board Ethernet Network Connector Pinout
Pin Name Function
1 TX + Transmitted data (+)
2 RX + Received data (+)
3 TX - Transmitted data (-)
4 RX - Received data (-)

Power over Ethernet (PoE) Models

Figure 90 - M12 D-Coded Female Ethernet Network Connector

Power over Ethernet Network Connector Pinout
Pin Name Function
1 TX +/DC- Transmitted data (+) DC power (-)
2 RX +/DC+ Received data (+) DC power (+)
3 TX -/DC- Transmitted data (-) DC power (-)
4 RX -/DC+ Received data (-) DC power (+)

over RJ45 pins 1, 2, 3, 6), Class 0 power levels. Use an Endspan or
Midspan PSE device that supports this configuration (i.e. POE switch or
Power over Ethernet Adapter).

Alternative B (power over RJ45 pins 4, 5, 7, 8) using an Endspan or
Midspan PSE device is not supported.

f CAUTION: Matrix 300™ PoE models only accept Alternative A (power
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PSE Endspan Matrix 300
RJ45 Ethernet Connector M12 Ethernet Connector

-5 00000000000 R

Positive + .@
48 Vdc
Negative -

CAB-ETH-MOx Cable (RJ45 to M12) 4-pin

lg Data Pair

Figure 91 — Matrix 300™ PoE PSE Endspan Alternative A Connections OK

Non PoE Ethernet Switch PSE Midspan Matrix 300
RJ45 Ethernet Connector RJ45 Ethernet Connectors M12 Ethernet Connector
Data Pair E Data Pair
Paslivg CAB-ETH-MOx
48 Vdc (RJ45 to M12) 4-pin
Negative -
Data Pair ‘E Data Pair

Figure 92 — Matrix 300™ PoE PSE Midspan Alternative A Connections OK

Matrix 300
M12 Ethernet Connector

PSE Endspan
RJ45 Ethernet Connector

Data Pair ﬂ

Positive +
48 Vdc

E Data Pair

Negative -

Data Pair ﬂ ‘g Data Pair

Figure 93 — Matrix 300™ PoE PSE Endspan Alternative B Connections NOT SUPPORTED
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Non PoE Ethernet Switch
RJ45 Ethernet Connector

Matrix 300
M12 Ethernet Connector

PSE Midspan
RJ45 Ethernet Connectors

Data Pair

Data Pair

E Data Pair

CAB-ETH-MOx
(RJ45 to M12) 4-pin

|§ Data Pair

Figure 94 — Matrix 300™ PoE PSE Midspan Alternative B Connections NOT SUPPORTED

A\

CAUTION: For Matrix 300™ PoE models, the internal Digital Output
circuitry is not powered and supply power is not available to any Input/Output
devices (Vdc=0). Only input device signals can be accepted directly on the
M12 17-pin connector without power.

For these models, if it is necessary to use Input/Output devices, we recommend
connecting them through the CBX, which must be powered separately.

ID-NET™ NETWORK TERMINATION

The network must be properly terminated by a 120 Ohm resistor at the first and last reader of

the network.

INPUTS

There are two optocoupled polarity insensitive inputs available on the M12 17-pin connector
of the reader: Input 1 (External Trigger) and Input 2, a generic input. See par. 4.5 for more

details.

The electrical features of both inputs are:

INPUT | V ABl Min. | Vv ABl Max. | v Max.
Open oV 2V 0 mA
Closed 45V 30V 10 mA

The relative pins on the M12 17-pin connector are:

Pin |Name Function
1 Vdc Power Supply input voltage +
6 1A External Trigger A (polarity insensitive)
5 1B External Trigger B (polarity insensitive)
13 |I2A Input 2 A (polarity insensitive)
3 12B Input 2 B (polarity insensitive)
2 GND Power Supply input voltage -
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OUTPUTS

Three general purpose non opto-isolated but short circuit protected outputs are available on
the M12 17-pin connector. See par. 4.6 for more details.

The pinout is the following:

Pin |Name Function
9 o1 Configurable digital output 1
8 02 Configurable digital output 2
16 |03 Configurable digital output 3
2 GND Ouptut reference signal

The electrical features of the three outputs are the following:

Reverse-Polarity and Short-Circuit Protected
Vout (ILOAD =0 mA) max = 30 Vdc
Vout (ILOAD =100 mA) max = 3 Vdc

ILOAD max = 100 mA

The output signals are fully programmable being determined by the configured
Activation/Deactivation events, Deactivation Timeout or a combination of the two. Refer to
the Digital 1/O folder in the VisiSet™ Help On Line for further details.

Matrix 300™ USER INTERFACE
Vdc
— { - | orsine
2 H
1 e o S . 1

Figure 95 - PNP Output Connection

Matrix 300™ USER INTERFACE
Vdc Vext
'+ 19/8/16
— Z i
T . . J_

Figure 96 - NPN Output Connection
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must not exceed the Matrix 300™ power supply source voltage (Vdc)

f CAUTION: For NPN output connections, the external interface voltage (Vext)
otherwise correct output functioning cannot be guaranteed.

Matrix 300™ USER INTERFACE
Vdc

9/8/16

>l
DL

Figure 97 - Push-Pull Output Connection

circuitry is not powered and supply power is not available to any Input/Output
devices (Vdc=0). Only input device signals can be accepted directly on the
M12 17-pin connector without power.

For these models, if it is necessary to use Input/Output devices, we recommend
connecting them through the CBX, which must be powered separately.

i CAUTION: For Matrix 300™ PoE models, the internal Digital Output
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USER INTERFACE - SERIAL HOST

RS232 PC-side connections
1 5 1 13
0000 0OGOGOGOEOEONOSNOO
\..........O./
14 25
9-pin male connector 25-pin male connector
Pin Name Pin Name
2 RX 3 RX
3 X 2 X
5 GND 7 GND
7 RTS 4 RTS
8 CTS 5 CTS

How To Build A Simple Interface Test Cable:

The following wiring diagram shows a simple test cable including power, external (push-
button) trigger and PC RS232 COM port connections.

M12 17-pin female 9-pin D-sub female

L J

GND

Vdc

3 1 TX //\\ \\ 2 x
RX \ / 3 mmTX » =
| 1

Matrix 300™ «

6 I1A
j 5 11B |
M Power Supply
I Power GND
— VS (10 — 30 VDC)

Trigger |—| :

Figure 98- Test Cable for Matrix 300™
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GLOSSARY

AIM
(Association for Automatic Identification and Mobility): AIM Global is the international trade
association representing automatic identification and mobility technology solution providers.

AIM DPM Quality Guideline

Standard applicable to the symbol quality assessment of direct part marking (DPM)
performed in using two-dimensional bar code symbols. It defines modifications to the
measurement and grading of several symbol quality parameters.

AS9132
Standard defining uniform quality and technical requirements for direct part marking (DPM)
using Data Matrix symbologies.

Barcodes (1D Codes)

A pattern of variable-width bars and spaces which represents numeric or alphanumeric data
in machine-readable form. The general format of a barcode symbol consists of a leading
margin, start character, data or message character, check character (if any), stop character,
and trailing margin. Within this framework, each recognizable symbology uses its own unique
format.

BIOS
Basic Input Output System. A collection of ROM-based code with a standard API used to
interface with standard PC hardware.

Bit

Binary digit. One bit is the basic unit of binary information. Generally, eight consecutive bits
compose one byte of data. The pattern of 0 and 1 values within the byte determines its
meaning.

Bits per Second (bps)
Number of bits transmitted or received per second.

Bright Field Illumination

Lighting of surfaces at high (narrow) angles used to provide maximum reflection of the light
to the reader’s lens. This is effective on surfaces that absorb light or are not highly reflective
and also on low contrast codes.

Byte

On an addressable boundary, eight adjacent binary digits (0 and 1) combined in a pattern to
represent a specific character or numeric value. Bits are numbered from the right, O through
7, with bit 0 the low-order bit. One byte in memory can be used to store one ASCII character.

Composite Symbologies
Consist of a linear component, which encodes the item's primary data, and an adjacent 2D
composite component, which encodes supplementary data to the linear component.

Dark Field Illumination

Lighting of surfaces at wide angles used to avoid direct reflection of the light into the reader’s
lens. Typically this type of lighting is used in DPM solutions to enhance reflectance of the
uneven surface do to the symbol marking technique. It is also used with very reflective
surfaces.
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Decode
To recognize a barcode symbology (e.g., Codabar, Code 128, Code 3 of 9, UPC/EAN, etc.)
and analyze the content of the barcode scanned.

Depth of Field
The difference between the minimum and the maximum distance of the object in the field of
view that appears to be in focus.

Diffused Illumination
Distributed soft lighting from a wide variety of angles used to eliminate shadows and direct
reflection effects from highly reflective surfaces.

Direct Part Mark (DPM)
A symbol marked on an object using specific techniques like dot peening, laser etching,
chemical etching, etc.

EEPROM
Electrically Erasable Programmable Read-Only Memory. An on-board non-volatile memory
chip.

Element
The basic unit of data encoding in a 1D or 2D symbol. A single bar, space, cell, dot.

Exposure Time
For digital cameras based on image sensors equipped with an electronic shutter, it defines
the time during which the image will be exposed to the sensor to be acquired.

Flash
Non-volatile memory for storing application and configuration files.

Host

A computer that serves other terminals in a network, providing services such as network
control, database access, special programs, supervisory programs, or programming
languages.

Image Processing
Any form of information processing for which the input is an image and the output is for
instance a set of features of the image.

Image Resolution
The number of rows and columns of pixels in an image. The total number of pixels of an
image sensor.

Image Sensor
Device converting a visual image to an electric signal. It is usually an array of CCD (Charge
Coupled Devices) or CMOS (Complementary Metal Oxide Semiconductor) pixel sensors.

IEC
(International Electrotechnical Commission): Global organization that publishes international
standards for electrical, electronic, and other technologies.
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IP Address

The terminal’s network address. Networks use IP addresses to determine where to send
data that is being transmitted over a network. An IP address is a 32-bit number referred to as
a series of 8-bit numbers in decimal dot notation (e.g., 130.24.34.03). The highest 8-bit
number you can use is 254.

ISO
(International Organization for Standardization): A network of the national standards
institutes of several countries producing world-wide industrial and commercial standards.

LED (Light Emitting Diode)
A low power electronic light source commonly used as an indicator light. It uses less power
than an incandescent light bulb but more than a Liquid Crystal Display (LCD).

LED llluminator
LED technology used as an extended lighting source in which extra optics added to the chip
allow it to emit a complex radiated light pattern.

Matrix Symbologies (2D Codes)

An arrangement of regular polygon shaped cells where the center-to-center distance of
adjacent elements is uniform. Matrix symbols may include recognition patterns which do not
follow the same rules as the other elements within the symbol.

Multi-row (or Stacked) Symbologies
Symbologies where a long symbol is broken into sections and stacked one upon another
similar to sentences in a paragraph.

RAM
Random Access Memory. Data in RAM can be accessed in random order, and quickly
written and read.

Symbol Verification
The act of processing a code to determine whether or not it meets specific requirements.

Transmission Control Protocol/Internet Protocol (TCP/IP)

A suite of standard network protocols that were originally used in UNIX environments but are
now used in many others. The TCP governs sequenced data; the IP governs packet
forwarding. TCP/IP is the primary protocol that defines the Internet.
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